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RAMBLER 4-Door Sedan (7005) is shown in Matador Red. Bright hub caps are standard and white side wall tires optional. Front seats are 


standard full back, full cushion and are finished in optional black St. Marco fabric. 











RAMBLER 2-Door Sedan (7006) shown above in Bayshore Blue, one of ten exterior colors available in this series. White side wall tires are 
optional. Front seat is standard bench cushion with non-reclining split backs and finished in optional St. Marco blue fabric. 


RAMBLER 








RAMBLER SST 4-Door Sedan (7005-7) shown above in a two-tone combination of Mosport Green (bottom) and Classic Black (top). The 
trim strips on the lower sill panel and wheel openings are standard. A new optional anti-scuff molding runs through the center of the front and 
rear door panels. The single belt line paint stripe is standard. Wheel discs, bumper guards and white side wall tires are optional. Front 
seats shown are the standard full bench type and are finished in green Cornish fabric. 





RAMBLER 
SST 








RAMBLER SST 2-Door Sedan (7006-7) shown above in Frost White with optional black vinyl roof. The trim strips on the lower sill panel and 
wheel openings are standard. The full length of the body paint stripe at the belt line is standard. Wheel discs and white side wall tires are 
optional. Front seats shown are of the optional individually adjustable type and are finished in red Cornish fabric. 


RAMBLER 
SST 








REBEL SST 4-Door Sedan (7015-7) is shown above in two-tone combination of Bayshore Blue (bottom) and Commodore Blue (top). The 
stainless steel body side trim strip and wheel opening moldings are standard. Turbo cast wheel covers and white side wall tires are optional 
at extra cost. Front seats are of the standard full bench type, finished in standard blue Kashmir fabric. 


REBEL 
SST 
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REBEL SST 4-Door Station Wagon (7018-7) is shown above in Glen Green. The new longer six foot luggage rack is standard. The stainless 
steel side trim strip is standard. Wheel discs and white side wall tires are optional. The above model is fitted with standard bench cushion 


seats and finished in green Ventilair vinyl. 





REBEL SST 2-Door Hardtop (7019-7) is shown above in Golden Lime and features an optional black vinyl roof. The stainless steel side trim 
strip is standard. Wire wheel covers, white side wall tires and bumper guards are optional at extra cost. The high back non-reclining bucket 


type front seats are optional and are finished in black Kashmir fabric. 
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REBEL 4-Door Station Wagon (7018) is shown in a two-tone combination of Sonic Silver and Frost White. The body side moldings are stan- 
dard when two-tone is ordered. The roof-top luggage rack is not available on this model. Hub caps are standard and white side wall tires 
optional. The dual-hinged tail gate is standard and the rear window is operated from the outside. Model shown is fitted with optional indi- 


vidually adjustable front seats and finished in black Cannes fabric. 



































REBEL 4-Door Sedan (7015) is shown in Bittersweet Orange. The full length of car paint stripe is standard. White side wall tires are optional. 
Model shown is fitted with full-back, full cushion seats as standard and are finished in black Cannes fabric. 


REBEL 
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REBEL 2-Door Hardtop (7019) is shown above in Matador Red, one of 14 exterior colors available on all Rebels. The single paint stripe run- 
ning the full length of the body side is standard. White side wall tires are optional. Front seats on this model are fitted with standard bench 


cushion with non-reclining split backs and are finished in black Rattan weave vinyl. 
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AMBASSADOR SST 4-Door Sedan (7085-7) is shown above in Commodore Blue with optional black vinyl roof. Turbo cast wheel covers and 
white side wall tires are optional. The trim strips on the lower sill panel and wheel openings are standard. The full length of the car paint 
stripe at the belt line is standard. Reclining individually adjustable front seats are standard and are finished in optional blue Velour fabric. 


AMBASSADOR 
SST 
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AMBASSADOR SST 2-Door Hardtop (7089-7) is shown in Moroccan Brown with optional white vinyl roof and standard trim strips on the 
lower sill panel and wheel openings. The belt line paint stripe is standard on the SST. Wire wheel covers, white side wall tires, and bumper 
guards are optional. This unit is equipped with optional high back non-reclining bucket seats and finished in tan Harem fabric. 








AMBASSADOR 
SST 








AMBASSADOR SST Station Wagon (7088-7) is shown in Hialeah Yellow with standard wood-grain paneling. Dual swing tailgate and wheel 


discs shown are standard. White side wall tires and power tailgate window are optional. The longer roof rack is standard on Ambassador 
wagons. Reclining individually adjustable front seats are standard and are finished in tan Ventilair vinyl. 


AMBASSADOR 
SST 
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AMBASSADOR DPL Station Wagon (7088-5) is shown in a two-tone combination of Sea Foam Aqua and Classic Black. The lower body side 
moldings, wheel opening moldings and wheel discs are standard. White side wall tires are optional. The new longer luggage rack is stan- 
dard. Model shown is fitted with standard full back, full cushion front seats trimmed in black Ventilair vinyl. 


AMBASSADOR 
DPL 


























AMBASSADOR DPL 4-Door Sedan (7085-5) shown above in Glen Green and fitted with an optional black vinyl roof. The lower body side 
moldings, wheel opening moldings and full wheel discs are standard. White side wall tires are optional. Reclining individually adjustable 
front seats are optional and are finished in green Bavaria fabric. 


AMBASSADOR 
DPL 
































AMBASSADOR DPL 2-Door Hardtop (7089-5) shown above in a two-tone combination of Hialeah Yellow (bottom) and Mosport Green (top). 
Wheel discs are standard and white side wall tires optional. The trim strips on the lower sill panel and wheel openings are standard. Model 
shown is fitted with optional individually adjustable front seats and are finished in black Bavaria fabric. 


AMBASSADOR 
DPL 











JAVELIN SST 2-Door Hardtop (7079-7) is shown above in Bittersweet Orange with optional white Landau type vinyl roof. The white rally 


side stripes are optional. This unit is fitted with the optional 390 high performance ‘‘Go’’ package (see Javelin option section for details). 
High-back non-reclining bucket seats are standard and finished in standard tan Ventilair vinyl. 


JAVELIN 
SST 
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JAVELIN 2-Door Hardtop (7079-5) is shown above in Commodore Blue with standard double paint stripe. Wheel discs and white side wall 
tires are optional. High-back non-reclining bucket seats are standard and are finished in blue Rattan weave vinyl. 


JAVELIN 











THE AMX Sports Coupe (7039-7) is shown above in Golden Lime. The optional 390 ‘‘Go”’ package is fitted to this car (see AMX option section 
for details). The black racing stripe is optional and the simulated exhaust lower sill panel molding, standard. High-back non-reclining bucket 
seats are standard and are finished in black Ventilair vinyl. 
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1970 Rambier 


Product Highlights 


The 1970 Rambler is an all new value packed product from American 
Motors. It is designed to meet a broad range of requirements. It 
is literally a car for all people, featuring excellent engineering 
and passenger comfort qualities that qualify it as a basic and 
popular form of family transportation. 


Available in two and four door Sedans in two series -- Rambler 
and Rambler SST -- it has a trim, contemporary look with a long 
hood, fast-angled windshield and short rear deck. The model offer- 
ings in this series are as follows: 


Rambler 
4-Door Sedan 7005 
2-Door Sedan 7006 


Rambler SST 


4-Door Sedan 7005-7 
2-Door Sedan 7006-7 


It is built on a 108" wheelbase, 2" longer than the famed Rambler 
it succeeds, and will carry five passengers in comfort. 


The Rambler offers a choice of 6 cylinder and \V-8 power plants 
ranging from 145 to 210 horsepower, and customers have the choice of 
a wide range of options available in no comparable car. 


+The 199 cu. in. 6 cylinder engine with 1-Bbl. carburetor is 
standard on the basic Ramblers and the 232 cu. in. 6 cylinder engine 
with 1-Bbl. carburetor is standard on the Hornet SST. A 3 speed fully 
Ssynchromesh transmission with a heavy duty 10" clutch is released in 
combination with either of these 6 cylinder engines. 


Low and compact in design, the Rambler is slightly more than 
179" long and stands 52.5" high. The roof line begins at the top 
of the sharply angled windshield and merges smoothly with a fast- 
line rear quarter. Ventless front windows add to the cleanly styled 
appearance and aid driver vision. 


You will see wide-sectioned bumpers that wrap-around all four 
fender ends. A black anodized aluminum grille contains round park/ 
turn signal lamps. Flanking the grille are single headlamps set 
in black wrap-around bezels which extend the grille area the full 
width of the car. The bezels bend around the fender ends, incorpora- 
ting front side marker lights, and their design complements the stacked, 
wrap-around taillight sections. Back-up lights are integrated in the 
taillight design. 
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1970 Rambler 


Product Highlights 


Wheel openings have a pronounced flare and are outlined with 
protective stainless steel moldings. On the SST models an 


optional full length paint stripe emphasizes the Rambler's 
low beltline. 


A detailed descrivtion of the new Rambler for 1970 follows: 


Note: The Rambler for 1970 is not available in RHD. 
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1970 Rambler 


New Exterior 
Styling Features 


uced overall length 


ced overall height 





NEW 


NEW 
NEW 


NEW 
NEW 


NEW 
NEW 
NEW 
NEW 
NEW 


NEW 
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1970 Rambler 


New Exterior 
Styling Features 





exterior dimensions increased (increased wheelbase from 106" 
to 108"), reduced length from 181" to 179.26", reduced height 
from 54.24" to 52.58" 

Note the long hood, fast-angled windshield and short deck 
ventless front door window 

lower height beltline; highlighted by optional full length 
paint stripe 

and increased side glass area 

flush exterior door handles (like all other American Motors 
cars, but with key-lock located below). Front and rear 
doors use lock button. Other AM products use armrest lock 
lever on front doors. 

full-width horizontal-lined grille with signal headlamps 
round parking/turn signal lights located in grille 
wide-sectioned wrap-around twin stack taillamp 

back-up light incorporated in taillight inbound section 
anti-scuff body side molding with protective vinyl insert 
(optional) 

side-of-car tire jack (like Javelin and AMX) 
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1970 Rambler 


New Interior 
Styling Features 


Rambler 
Instrument panel 


Satin chrome overlay Command-Air 


ventilation 






Fuel & temp. gauges 






Speedometer 











Windshield wiper & 
washer control 


Padded eyebrow 
Rambler nameplate 
















































































Glove box 





Heater controls 











Anti-theft ignition lock Glove box lock 





Cigarette lighter Radio 


Release for step-on Ash receiver 


emergency brake 


NEW - interior door locks with "paddle type'' handle (like other 
AM cars) 

NEW - injection-molded plastic instrument panel which is symmetrical 
about centerline 

NEW - instrument panel cluster with round-gage instrumentation 

NEW - full-width crash padding around top of panel 

NEW - headlight and wiper controls located cluster high (left side) 

NEW - high level glove box with lock located in the instrument 
panel 

NEW - standard high-level fresh-air ventilation (command-air) 

NEW - more efficient weather - eye heater with underpanel and high 
level discharge, plus three speed fan was two speed (standard) 

NEW - highly efficient AM all-season air conditioning built-in not 
hung-on (optional) 

NEW - full-width package tray under instrument panel and standard 
on SST and (base models with air conditioning) 

NEW - step-on parking brake like other AM cars (was hand-pull on 
'69 Rambler) 

NEW - upholstery materials, colors and design application through- 
out the interior 


*Revised July 25, 1969 
+Revised October 15, 1969 


EXTERIOR 

1. Wheelbase longer for improved ride 

2. Length virtually maintained for 
parking ease and maneuverability 

3. Width virtually maintained for 
parking ease and maneuverability 

4, Height lowered for improved styling 

5. Front tread wider for improved 
stability and ride 

6. Rear tread wider for improved stability 
and ride 

7. Turning diameter maintained for 
parking ease and maneuverability 

INTERIOR 

1. Front head room slightly smaller 
Rear head room greater 

2. Front leg room essentially the same 
Rear leg room greater 

3. Front shoulder room greater 
Rear shoulder room essentially the same 

4, Front hip room slightly smaller 
Rear hip room slightly smaller 

5. Trunk luggage volume slightly smaller 

6. Larger gas tank 
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1970 Rambler 


Package Size 
Comparison 
1970 vs. (1969) 





108" vs 106" 


179.26" ve 181" 


71.08" ve 70,84" 
52.50" ve 54,24" 


57 6" ve 56" 

57" ve 55" 

36 ft. for both 

C 

38" vs 39" 

57" we 36.6" 

4L.7" vs 42" 

36.75" ve 3S” 


55.10" ws 54.84" 
54.40" vs 54.82" 


55." we 378" 
Sica ve Sr." 


LL 2. eu, 2b. ws) 12: cu. ft, 


T1L9 vs 16 gals. 


+Revised October 15, 1969 | 
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1970 Rambler 


Safe-Command 


SEATING & SEAT BELTS: Safety Features 


*Rambler Seat Belts for all Seating Positions: 
a, Standard 9 front, 2 rear 
b. Two front seat belts retractable 
*Two Front-Seat Shoulder Belts 
Two Rear-Seat Shoulder Belt Attaching Provisions 
Front-Seat Head Restraints 
High-Strength Seat Anchorages 
Front Seat-Back Automatic Lock with Manual Release (2-Door Models) 
New high-position manual release 
Padded Front-Seat Backs (for rear-passenger safety) 


+*Seat Belts and Shoulder Belts are standard for International 
distributors. They may, however, be deleted except on shipments 
to Puerto Rico, Virgin Islands, Canal Zone, Guam and American 
Samoa and corresponding credit allowed. See your Price List for 
particulars. 


CONTROLS & INSTRUMENTS: 


New Anti-Theft Ignition, Steering & Transmission Lock (with 
warning buzzer) 

Energy-Absorbing Steering Column (new, improved design for '70) 
Deep-Dish Energy-Absorbing Steering Wheel (new, 2-spoke design for '70) 
New Rim-Blow Steering Wheel (Optional) 

Safety-Styled & Padded Instrument Panel 

Anti-Glare Finish for Instrument Panel, Steering Wheel, Inside 
Moldings, etc. 

Padded Sun Visors, Two 

Safety-Shaped Instrument Panel Control Knobs 

Low-Profile, Soft Window-Control Knobs 

Padded Armrests 

Uniform Shift-Guadrant for Automatic Transmissions, plus 
Safety Starter Switch 

Break-Away Front Ash Tray with Ball-Bearing Slides 


LOCKS AND DOORS: 


Pre-Set Impulse Door Locking System 

High-Strength Door Locks & Hinges 

Flush-Contoured Outside Door Handles 

Paddle-Type Inside Door Handles Shielded by Armrests 
New In-Instrument-Panel Glove-Box Lock/Latch Location 
Two-Key Locking System 
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1970 Rambler 


Safe-Command 
Safety Features 





BODY CONSTRUCTION: 


All-Steel "Advanced Unit Construction" with front-end designed to 
limit steering column rearward in accidents 

High-Strength, Laminated Safety Windshield 

Tempered Safety Glass for Side & Rear Windows 

Molded Fiberglass Ceiling 

Padded Instrument Panel & Sun Visors 

Dual-Action Safety Hood Latch 

Counterbalanced Hood & Trunk Lid 


CHASSIS & RELATED ITEMS: 


Double-Safety Brake System (dual chamber master cylinder) 
Hydraulic Brake System Warning Light 

Corrosion-Resistant Brake Lines & Fittings 

Self-Adjusting Brake Linings 

Step-On Parking Brake (warning light in opt. Light Group) 
Mechanical Stop Light Switch 

Safety-Rim Wheels 

Tread-Wear Indicators Molded Into Tire Tread 

"Guard-Glo"' Headlights with readily-adjustable aiming 
Front Park/Turn Lights Stay On with Headlights 
High-Strength Fuel Tank Mounting 


GENERAL EQUIPMENT: 


Manual Lane-Changer Feature for Self-Cancelling Turn Signals 

4-Way Hazard Warning Flashers 

Side-of-Car Safety Marker Lights 

Automatic Back-Up Lights 

Inside Rear-View Mirror with Soft Frame & Twin-Ball-Joint Mount. 
New 12" Day/Nite Miror replaces 9-1/2" as standard (in Opt. 
Visibility or Convenience Groups for Rambler base). Standard 
Rambler base mirror is 9-1/2" less day/nite feature. 

Rambler left side rear view mirror (remote-control mirror in Opt. 
Visibility & Convenience Groups). Rambler remote control mirror 
is chrome. 

Safety Type Sun Visor Vanity Mirror in Opt. Visibility & Convenience 
Groups 

Manual Windshield Washers (with new actuating feature as part of 
wiper control knob...replaces foot pump). Elec. Wipers with Elec. 
Washers, Opt. (also in Opt. Vis. Group . New Windshield Washer 
Solvent for Improved Cleaning Action. 

Variable-Speed Windshield Wipers (vacuum-powered) with Anti-Glare 
Finish. Electric Wipers with Electric Washers, Opt. (also in Opt. 
Visibility Group) 

Windshield Defrosters (part of standard Weather-Eye Heating) 

New Low-Fuel-Warning Light in Optional Light Group 
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1970 Rambler 


Series Features 
and Differentials 


Rambler 
(Basic) Features 


Exterior: 


Bright windshield and rear 
\ window moldings 
Rambler nameplate on lower 


—— re ae deck panel 

















Tri-Color bar Rambler nameplate 


Bright hub caps 


Interior: 


Command-Air ventilation (std.) Instrument Panel 






Heater (std.) 










































































Radio (optional) 


Cigar lighter std. with Convenience 
Group 





Center Horn Button (std.) 


*Revised July 25, 1ly69 
+Revised October 15, 196Y 
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1970 Rambler 


Series Features 
Rambler (basic) features and Differentials 





Exterior 

Rambler nameplate on fenders’ and on rear deck 
Bright windshield reveal molding 

Bright rear window reveal molding 

Bright hub caps 

10 exterior paint colors (was 6 in '69) 


Interior 
+199 cubic inch 128 H.P. six cylinder engine, standard 
+Heavy Duty 10" clutch, basic export option 
+3 Speed full synchromesh transmission, basic export option 
Standard steering wheel with center horn button 

Front armrests 

Foam cushion front and rear seats 

Coat hooks 

Choice of four vinyl seat trims, standard 

Colored rubber floor mats 

Dome Light without door switches 

Satin chrome instrument panel overlay 

*Package tray - under instrument panel (Std. w/air cond. -N.A. w/o 

air cond.) 


*Stationary rear quarter window on 2-door. 


+Revised October 15, 1969 
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1970 Rambler 


Series Features 
and Differentials 





Rambler SST: 





Same as Rambler basic 
except as noted below 


Exterior: 


Bright drip rail moldings RSS RD SPENT LOLS 2 8110 TL AAS SAO TRIN OES TIED 









+ New paint stripe ( Opt. ) 



















Bright lower sill molding 


Bright wheel opening moldings Bumper guards (opt.) 
Full wheel discs (opt.) Bright overlay panel on 


lower deck panel 


Interior: 


Command-Air ventilation (std.) Instrument Panel 









Air Conditioning (opt.) 
Glove box lock 













































Package tray (std.) 
A/C discharge grille 
Cigar lighter (std.) 





Horn blowing Bar (std.) 
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1970 Rambler 


Series Features 


and Differentials 
Series Differentials 
Rambler SST over Rambler basic 





Exterior 

SST emblem on "'C" Pillar 

Bright trim strip on lower sill panel 

Bright pedal opening moldings 

Bright drip-rail moldings 

Bright overlay panel between taillamp on lower deck panel 
+ 


Interior 
+232 cubic inch 145 H.P. six cylinder engine, standard 
Custom steering wheel 
Cigar lighter 
100% nylon cut pile carpet 
Glove Box Lock 
Armrests front and rear 
+ 
*Package tray under instrument panel 
Door trim panel molding 
Dome light front door switches 
Choice of four fabric seat trims, standard 
*Moveable rear quarter window on 2-door 
+Exterior paint stripe now available as an option 
+Rear ash receiver now available in Convenience Group or separate 
extra cost option 
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1970 Rambler 


Engine, Mechanical, 
& Related Changes 





NEW Type of Energy-Absorbing Safety Steering Column 


a. Present "bellows" type jacket design replaced with new ball- 
bearing "'sleeve'' type for controlled-collapsing action in the 
event of an accident. 

b. Impact protection same as previous type but considered to be 
a more advanced mechanical method of accomplishing the same 
purpose, 


NEW "Variable-Ratio" Power Steering Option 
(Replaces '69 "fixed-ratio" type) 


Permits faster steering response in turns. 

Easier parking. 

Requires fewer wheel turns without increasing steering 
effort. 

No change in straight-ahead road feel. 

Manual steering (fixed-ratio) continues standard for all 
Ramblers. 


omens) 


Oo Q 


NEW ''Rim-Blow'' feature for Sport Steering Wheel: 


a. New wheel combines current wood-grain sports look with 
new "rim-blow'' feature. Horn blows by squeezing the 
steering-wheel rim any place (contact on inner surface 
Of Lin). 

b. More convenient and reduces drivers reaction time. 

c. All other steering wheels are improved in appearance. 
New 2-spoke design replaces 3-spokes. Dual horns standard, 
except one for Rambler base model. 


NEW Plug-In Socket in Main Wiring Harness 


a. Junction connection for main wiring harness passing 
thru firewall. 

b. Uniform quality with less chance of damage to wires. 

c. Easier to service and more reliable. 


NEW Anti-Scuff Vinyl-Insert Side Molding Option 
Mid-height location between front & rear wheel openings 


as 
b. Protects side of body in close-quarter parking. 
e Serves as a dress-up item. 
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1970 Rambler 
Engine, Mechanical, Cc 


& Related Changes 





1970 ENGINE SIZES AND IMPROVEMENTS 


All V-8 engines have higher horsepower and torque ratings as a 
result of larger displacement and/or detailed refinements for 

improved all-round performance and responsiveness. The scope 

of V-8 engine changes are as follows: 


304 CID-2B/210 HP replaces 290 CID-2B/200 HP (no 4-Barrel version). 

a. 14 cubic-inch displacement increase accomplished with longer- 
stroke cast crankshaft (same as 360). Bore/Stroke = 3.75" x 3.44", 

b. New exhaust-port size and shape for cylinder heads. 

c. New valve springs assure positive sealing action. 


All 6-cylinder engines have the same horsepower and torque ratings, 
but with improved carburetors. The 232-1B. engine uses a new Carter 
YF carburetor (replacing Carter RBS and Holley 1931). The new YF 
model is of better quality for more uniform or consistent performance. 
The 232-2B. engine continues with the Carter WCD 2-barrel carburetor. 


All V-8's and 6's (except for Rambler 232 with automatic transmission) 
have a new ''dual-diaphragm" distributor. This more expensive ignition 
feature improves initial acceleration ("livelier" feel), and permits 

a retarded spark at idle to further aid exhaust emission. C 


NEW "TWIN-BALL-JOINT' Front Suspension 


a. Two ball-joints assure smoother, less-friction action (was one). 

b. Geometic “anti-dive" is built in to reduce "nose-down" tendency 
under braking conditions. 

c. More stability in turns (race-track proven). 

d. Smoother ride with new location of spring and shock (permits 
"lower-rate'' springs). 

e. Quieter ride with rubber bumper relocated from upper to lower 

control arm to isolate noise in full jounce condition. 

Reduced turning effort with manual steering. 

Knuckle-pin inclination angle increased for faster wheel return. 

Longer service life predicted. 

Easy to adjust (& stays adjusted). 


Fr. D709 Hh 


NEW "ANTI-THEFT'' Lockable Steering Column 


a. One key lock ignition, steering wheel & transmission lever. 

b. If ignition key is left in "off or lock" positions when 
parking, and door is opened, a buzzer warns driver to 
remove key (mounted on right side of steering column 
just under the wheel). 

c. Transmission must be put in proper position for locking before key & 
can be turned to "lock' position, and removed (as a further safeguard)" 
Shift-Command transmission (column-or console shift) is locked 
as shift lever is put in "park". For manual transmissions (column 
or floor shift), lock action occurs with lever put in reverse. 

d. With key removed, steering wheel is locked in any position. 

e. Safer for children in an unattended car. 


+Revised October 15, 1969 
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1970 Rambler 


Engine, Mechanical, 
& Related Changes 





NEW Low-Fuel-Warning Light 


a. Included in ''Light Group'' option 
b. Red light in fuel gauge warns driver (and stays on) when 
supply drops to about 2 gallons (minimum). 


NEW Manual Control for Windshield Washer 


Manual washers continue standard but with new actuating 
feature as part of wiper control knob (replaces foot pump). 
Electric washers and electric wipers continue in optional 
“Visibility Croup”. 


Improved Brakes & Additional Brake Option Availability: 


a. Improved drum brakes for Rambler-6 with reinforced 
anchor pins, heavier web-sectioned shoes and an added 
shoe-guide plate for greater durability and longer 
service life. 


b. Brake diameter and drum types: 


Rambler-6 9'' diameter, plain drums (std.) 
9"" diameter, cross-ribbed drums (opt. ) 


Rambler V-8 10'' diameter, flared drums 


Power Brakes are an extra-cost option on all Ramblers. 

Power Disc Brakes (front) are an extra-cost option on 

all Rambler 6 and 8 cylinder models. This option features 10"' 
flared-drum rear brakes with a proportioning valve in the hydraulic 
circuit. 6 cylinder models equipped with disc brakes also feature 
a V-8 rear axle. 


Heavy Duty Clutch & Automatic Transmission: 


a. New all 6 cylinder Ramblers equipped with Standard 3-Speed 
Transmission will have a heavy duty 10" clutch as a 
required Export option. 
+b. New all 6 cylinder Ramblers equipped with Automatic Transmission 
will have the heavy duty oil cooler feature as a required 
Export option. 
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1970 Rambler 


Engine, Transmission 
& Rear Axle 
Availability 








Rear Axle 
Std. Opt.* 






Transmission 


**128 HP Torque-Command '6' 
199 CID - 1 Bbl. 



















+3-Speed Manual (Std.) 













Shift-Command Automatic 
Column (Opt.) 


Standard on Basic 













145 HP Toruqe-Command '6' +3-Speed Manual (Std.) 
















Standard on SST 
Optional on Basic 


Shift-Command Automatic; 
Column (Opt. ) 






155 HP Torque-Command '6' +3-Speed Manual (Std.) 














Shift-Command Automatic; 
Column (Opt. ) 


Optional 













210 HP Typhoon V-8 Shift-Command Automatic; 


Column (Opt.) 





Optional SST only 


+ 3 Speed Manual Transmission has fully Snychronized Gearing 
* Available at no extra cost 


e 
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1970 Rambler 


Retained 
Standard Features 





Body: 


"Advanced Unit Construction" combining body & frame into one 
structure, 

Outer fenders are bolted on. 

'Deep-Dip" Rustproofing. 

Entire lower body (except roof) dipped in rustproofing solution. 
"Lustre-Gard" Acrylic Enamel. Triple coats, baked-on final finish. 
"Cushioned-Acoustical" Molded Fiberglass Ceilings. 

Body Sound Insulation on Floor. 

Foam-Cushion Front-Seat Pads. 

"Weather-Eye'' Heating and Ventilating System. 

"Command-Air'’ High-Level Ventilation. 

Ventless Side Windows. 

Curved Side Windows. 

Ball-Bearing Ash Tray for Instrument Panel. 

Flush-Contoured Outside Door Handles. 

Deep-Sectioned, Wrap-Around Bumpers, front & rear 

Side-of-Car, Scissors-Action Tire Jack 


Mechanical: 


All-Synchromesh, 3-Speed Manual Transmission. 

New ''Twin-Ball-Joint" Front Suspension Design. 

Step-On Parking Brake. 

Suspended Operating Pedals. 

Self-Adjusting Brakes. 

Automatic Choke with Thermostatically-Controlled Carburetor Air Cleaner. 
Anti-Smog Exhaust Emission System. 


Electrical: 


Electronic Alternator and Transistorized Voltage Regulator. 
"Clear-Power" Battery with Translucent Side Case. 
"Guard-Glo" Headlights. 

Central Fuse Panel. 

New Piug-In Socket for Main Wiring Harness. 

Space-Age Printed Circuit for Instrument Panel. 


+Revised October 15, 1969 


TIRE SIZES 


6.45 x 14, 4-ply rated 
4-ply polyester, Black 


** 6.95 x 14, 4-ply rated 


4-ply polyester, Black 


6.95 x 14, 4-ply rated 
4-ply polyester, White 


6.85 x 15, 4-ply rated 
4-ply polyester, Black 


7.35 x 14, 4-ply rated 
4-ply polyester, Black 


7.35 x 14, 4-ply rated 
4-ply polyester, White 
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1970 Rambler 


Tire Availability 


6-Cyl. V-8 
STD NA 

OPT SLD 
OPT OPT 
OPT NA 

NA OPT 
NA OPT 


* Not available with Air Conditioning System 


“* Standard with Air Conditioning System 


e 
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Factory 
Installed Options 


Rambler Rambler 


PAINT/VINYL ROOF: (See Trim Charts) Code (Basic) SST 
Color - Two-Tone (Std. appl. of A.M. Colors) - NA E 
Additional Charge for deviation from standard 
Hornet Color Availability - E E 
Vinyl-Covered Roof - Black BK NA E 

- White WH NA E 

- Blue BU NA E 


TRIM/SEATS: (See Trim Charts) 


Bench Cushion - Fabric A E STD 
- Vinyl B STD E 
Individual Cushion - Fabric D NA E 
- Vinyl D NA E 
(a) - '"Carnaby-Plaid" Fabric V NA E 
+POWER TRAIN OPTION COMBINATIONS: 
128 H.P. - 199 CID, Six, 1-Barrel with 3-Speed 
Manual, Full Synchromesh, Column Shift Trans- 
\ mission and H.D. 10" Clutch 128 X NA 
128 H.P. - 199 CID, Six, 1-Barrel with Shift 
Command, Column Shift Automatic Transmission 
and H.D. Transmission Oil Cooler 128 X NA 
145 H.P. - 232 CID, Six, 1-Barrel with’ 3-Speed 
Manual, Full Synchromesh, Column Shift Trans- 
mission and H.D. 10" Clutch 145 X X 
145 H.P. - 232 CID, Six, 1-Barrel with Shift 
Command, Column Shift Automatic Transmission 
and H.D. Transmission Oil Cooler 145 X X 
155 H.P. - 232 CID, Six, 2-Barrel with 3-Speed 
Manual, Full Synchromesh, Column Shift Trans- 
mission and H.D. 10" Clutch 155 X X 
155 H.P. - 232 CID, Six, 2-Barrel with Shift 
Command, Column Shift Automatic Transmission 
and H.D. Transmission Oil Cooler Lo X X 
210 H.P. - 304 CID, V-8, 2-Barrel with Shift 
Command Column Shift Automatic Transmission 
and H.D. Transmission Oil Cooler 210 NA X 
?) PERFORMANCE: 
Twin-Grip Differential TGD E E 
E - Extra Cost STD - Standard 


1) Available only with _ NA.- Not Available 5 = Delete option 
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1970 Rambler 


Factory 
Installed Options 


+Revised October 15, 1969 


: Rambler Rambler 
CODE (Basic) SST 


POWER: 
Power Steering (Recommended w/Air Conditioning) PS E E 
Power Brakes PB E E 
AUDIO: 
AM Push-Button Radio RP E E 


CCNVENTENCE: 


*All-Season Air Conditioning includes - 

H.D. Engine Cooling System, 50-Amp. 

Battery & 55-Amp. Alternator, (Package 

Tray Std. on SST) and 6.90 x 14 Tires AC E E 
Air Conditioning Package -A C System, 

Tinted Glass, Power Steering & Insulation 


Croup (Undercoating & Hcod Insulation) ACP E E 
Tinted Glass-All ‘“vindows (Recommended w/ 
A/C) SG E E 
-'vindshield Sv E E 
(A) Visibility Group - Includes Convenience 
Croup, Electric Windshield Vipers & 
Electric Washers VG E E 
(A) Electric Windshield Wipers & Elec. ‘Jashers EWy E E 


Light Group - Trunk Light, Two Courtesy 
Lights, Clove Box Tight, Parking Brake 
Warning Light, Iights-(n-Warning Buzzer, 
Low-Fuel Warning Light, & Front Door 
Switches on Basic Models LG E E 
+Convenience Croup - Remote-Control Left 
Outside Mirror, “isor Vanity Mirror, 
12" Day; Nite Mirror (Std. on SST), Cloek 
(SST models only), Cigarette Lighter 
(Std. on SST), Glove Box Tock, (Std. on 
SST) and Rear Ash Trays CG E E 
Electric Clock FC E NA 


PROTECTION ITEMS: 


Bumper Guards - Front & Rear BC E E 
Insulation Croup - Undercoating & Hood 
Insulation (Std. w/Air Cond. Pckg.) UN E E 
Scuff Molding -Side, Vinyl Insert SMG E E 
APPEARANCE: 
Custom Steering ‘vheel CR E STD 
Sports Steering ‘vheel -w/Horn-Rim Blow SSW NA E 
Wheel Discs (4) WD E E 
+ Exterior Paint Stripes (See Trim Charts) EPS E E 
+ 


(A) Electric Windshield Wipers & Electric Washers or Visibility 
Group must be ordered with V-8 Engine. 


+Decor Group Cancelled. 
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Factory 
Pe oy ee Installed Options 
Heavy-Duty Engine Cooling System-H.D. 
Radiator, Power-Flex Fan & Fan Shroud 
(Sed, w/Air Cond.) HDC E E 
Heavy-Duty 70-Amp. Battery HB E E 
Cold Start Package - 70-Amp. Battery 
& 55-Amp. Alternator (For Cars Less A/C) 5A7 E E 
Handlding Package (6-cylinder)-Front Sway 
Bar, H.D. Springs & Shock Absorbers HP E E 
Handling Package (V-8) H.D. Springs & 
Shock Absorbers HP NA E 
Engine Block Heater BH E E 
MISCELLANEOUS : 


Fuel Tank Vapor Emission Control System 
(Required by State of California) FVE E E 
Seat Belt & Shoulder Belt Deletion, 
3 Frt. (2 Retractable) & 2 Rear for 
+Seats, plus 2 Frt. Outboard Shoulder Belts LSB D D 
+Shoulder Belt Deletion - 2 Frt. Outboard SBF D D 


Note: Please refer to Page 24 for additional items of 
optional equipment which are available for American 
Motors International distributors. 





Trim 


1970 








Standard Optional 


pi 
“St. Marco” Fabric 

















Trim 
Colors 


RAMBLER (Base-Line) 


SEAT, TRIM & COLOR AVAILABILITY 














| 





Models 


7005 Sedan 


Seat Types Available _ |T’ Codes 











Bench Cushion, Non-Reclining Full Back (Standard) 





7006 Sedan 


Exterior Colors 
10 Standard Colors 







(Black w/Discs) 


Wheel Color 





Classic Black 


Bench Cushion, Non-Reclining Split Back (Standard) 



















Frost White 








Matador Red 








Hialeah Yellow 








Bittersweet Orange, Metallic 











Bayshore Blue, Metallic (Medium) 








Sea Foam Aqua, Metallic 








Mosport Green, Metallic (Medium) 








Tijuana Tan, Metallic 














Sonic Silver, Metallic 
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Standard Optional Optional 


“ano Trim “Cornish” “Carnaby Plaid’ 


Fabric Custom Fabric 





RAMBLER SST Trim 


SEAT, TRIM & COLOR AVAILABILITY Colors 


a 


Models Seat Types Available “T Codes |osi /043 044 045 


4-Door Bench Cushion, Non-Reclining Full Back (Standard) A A\A A B!| B 
7005-7 Sedan SG : = = ——— 4 i ——| + +—+—+ 
Individua! Cushions, Individual Reclining Backs (Optional) (oma ae} D/O | Viv | 
B T 


7006-7  2-Door Bench Cushion, Non-Reclining Split Back (Standard) 
Sedan Individual Cushions, Individual Reclining Backs (Optional!) 

































Exterior Colors 38 

10 Standard Colors 33 
=a 

Classic Black 

Frost White | : 





Matador Red 





Hialeah Yellow 





Bittersweet Orange, Metallic 





Bayshore Biue, Metallic (Medium) 





Sea Foam Aqua, Metallic 








Mosport Green, Metallic (Medium) 








Tijuana Tan, Metallic 








Sonic Silver, Metallic 

18 Two-Tones (Optional) 
Classic Black /Frost White 

Frost White/Classic Black 

Matador Red /Classic Black 

Matador Red /Frost White 

Hialeah Yellow /Classic Black 

















Hialeah Yellow /Frost White 





Bittersweet Orange, Metallic /Ciassic Black 





Bittersweet Orange, Metallic/Frost White 





Bayshore Blue, Metallic/Classic Biack 





Bayshore Blue, Metallic/Frost White 








Sea Foam Aqua, Metallic /Classic Black 





Sea Foam Aqua, Metallic/Frost Whice 





Mosport Green, Metallic/Classic Biack 





Mosport Green, Metallic/Frost White 





Tijuana Tan, Metallic/Classic Black 
Tijuana Tan, Metallic/Frost White 








Sonic Silver, Metallic/Classic Black 














Sonic Silver, Metallic/Frost White 


A Blue vinyl roof is optional only with exterior colors marked A. 
Black or White vinyl roof is optional with all exterior colors. 
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1970 Rambler 


Special € 
Export Options 


In addition to the Standard and Optional Equipment mentioned in 
the preceding pages, the following is a listing of options avail- 
able especially for the International market: 


Low Compression 6-cylinder engine (7.7:1 ratio in place of 
standard 8.5:1) 

+Cigarette Lighter for Rambler base models (separate from 
Convenience Group) 

+Rear Ash Receiver (Separate from Convenience Group) 
Tropical Batteries in 50 or 60 Amp. Hr. capacities 

*Amber Headlamps (right dipping - amber lens) does not include 
"Guard-Glo" feature 

*Export Headlamps (left dipping - clear lens) less "Guard-Glo" 
feature 
Front and Rear Rubber Mats on models equipped with carpet 
Touch-Up Paint 
Locking Gas Cap 

*Kilometric Speedometer 

*Clear Lens for Front Parking & Turn Signal 
55 Amp. Alternator 


Tool Kit 
Finned type Brake Drums for 6-cylinder models (9" Dia.) 
Power Disc Brakes for 6 & 8 cylinder models (see note below) ( 


Note: 6-cylinder models with Disc Brake Option are equipped 
with: 


V-8 Rear Axle and DUO-SERVO 10'' Rear Brakes with Proportioning 
Valve 

5-1/2" Rim Wheels and 6.95 x 14 Tires minimum 

3.54 Standard Axle Ratio (3.15 Optional with Manual Transmission) 
3.15 Standard Axle Ratio with Automatic Transmission 


*Note: Not available in U.S. Territories, Puerto Rico, Virgin 
Islands, Canal Zone, Guam or American Samoa. 




















N 
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1970 Rebel 


) Product Highlights 


American Motors' intermediate Rebel sedans and hardtops are 
increased two inches in overall length for 1970 (199 inches 
ve. J97 Yast vear). Station wagons remain at 198 inches. 


New styling features include redesigned roof panels and rear 
fenders on sedans and hardtops, new rear door outer panels on 
sedans, massivefull width rear bumpers, and a new grille with 
horizontal outboard headlamps. 


Six models are again offered in the Rebel line and are 
available in two series: 


Rebel 
4-Door Sedan 7015 
2-Door Hardtop 7019 
4-Door Station Wagon 7018 
Rebel SST 

4-Door Sedan 7015-7 
2-Door Hardtop /O19-7 
4-Door Station Wagon 7018-7 


Sedans and hardtops have new taillights with a two segmented 
horizontal lens, with back-up lights incorporated in the inboard 
end of the lens. New vertically-stacked three segment taillights 
are used on station wagons, with the lower segment as the back-up 
light. 


A new roof panel on Rebel wagons supports the roof top luggage 
rack and skid strips, standard equipment on SST Rebel station wagons. 


+Seven engines and three transmissions are offered on the 1970 
Rebei series. 


The standard engine is a one-barrel 232 cubic inch Six, rated 
at 145 horsepower. A 232 CID Six with two-barrels, developing 155 
horsepower, is optional. 


V-8 engine options include the 210 horsepower, 304 cubic inch 
two-barrel; 360 cubic inch two-barrel, 245 horsepower; and the four- 
barrel 360 cubic inch, rated at 290 horsepower. 


For the first time, Rebel SST models will be available with the 
390 cubic inch four-barrel V-8, developing 325 horsepower. 
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1970 Rebel 


Product Highlights 
er Pa aPC 


+ A new Rebel model calied the "The Machine' will be introduced at 
1970 announcement time. This model will be American Motors entry 
into the "muscle car'' market. ''The Machine'' is an option package 
for the base-line hardtop and offers at no extra cost, a full array 
of performance equipment including a special 340 HP version of the 
390 CID engine, ram air, hood-scoop-mounted tachometer, bucket seats, 
disc brakes, big tires, and styled wheels, plus other standard items. 
The first 1,000 "Machines" produced will be identical. They will be 
painted white and blue and have red, white and blue reflective tape 
stripes. See page 27 for complete information. 


For the first time, Rebel SST models will be available with the 
390 cubic inch four-barrel V-8, developing 325 horsepower. 


The standard transmission is an all synchromesh three-speed manual. 


Optional automatic transmissions include the Shift-Command column- 
mounted and the Shift-Command console shift. 


A detailed description of the new Rebel for 1970 follows: 


Cc 
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1970 Rebel 


Exterior 
Styling Features 


New sideglass opening 
































New full-width rear bumper 


Note: Exterior ornamentation is 
covered under series differentials 


+Revis 


New 
New 
New 
New 


New 


New 
New 
New 
New 


New 
+New 


New 
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1970 Rebel 


Exterior € 
Styling Features 





increased overall length in rear for sedans and hardtops 
(increased 2" to OAL 199", wagons remain 198"). 

side daylight opening on sedans (rear door) and hardtops 
(rear pillar). 

roof panels for sedans and hardtops due to modified drip 
line and rear quarter. 

rear fenders on sedans and hardtops to maintain new daylight 
opening. 

grille of the single ''venturi'' perimeter, but quartered to 
produce a ''star'"’ effect. Horizontal headlamps outboard of 
venturi section. 

massive full-width rear bumper with center overlay panel 
(except wagons). 

taillights with a two segmented horizontal lens. Back-up 
light incorporated inboard end of lens. Overlay panel 
between taillights (except wagons). 

side moldings and paint stripes. 

wheel discs (optional). 

hub caps standard. 

6-foot roof-top luggage rack and skid strips as standard 
for SST (was 4-1/2 feet) 

Note: Roof rack will not be offered on base-line model. 
side moldings for SST, and paint stripe for base-line sedan 
and hardtop. Base-line wagon will not be offered with side 
paint stripe and drip-rail moldings. 
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1970 Rebel 


Interior 
Styling Features 





New lowered padded eyebrow 







Heater controls Speedometer & gauges 





Rebel nameplate 























New glove box lock 








Ash receiver 


New anti-theft ignition lock 
New windshield washer 


switch Windshield wiper switch 


New - trim touches for instrument panel (as a running change 
in 1970, the eyebrow over the instrumentation will be 
lowered). The SST panel is used on base-line Rebels 
with air conditioning. 

New - in-panel key location for glove box lock. 

New - actuating feature for manual type windshield washers 
(no longer foot operated). 

New - upholstery materials, colors and design applications 
throughout the interior. 
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1970 Rebel 


Dimensional 
Comparison 
1970 vs. (1969) 


4-Door Sedan Station Wagon 2-Door Hardtop 

Wheelbase 114.0 (114.0) 114.0 (114.0) 114.0 (114.0) 
Length 199.0 (197.0) 198.0 (198.0) 199.0 (197.0) 
Width Vad © F722) Pee f Te ee) W7ad © FH.2) 
Height 55.0 { 55,0) 304 Lb (56.1) a4, ( 54.3) 
Front Overhang Jie? 4 Sh. 9) a138 & 3.9) 51.9) xf SLB 
Rear Overhang ae ko C SLL Foe t SA. 15 Doak ( Sheth) 
Front Tread, Six-Cyl. 39.9 (¢ 59,8) 39.9 ( 59.8) 59.9 (€ 59.8) 
Front Tread, V-8 39,7 € 60.0) 597 € 60,0) 59.7 { 60.0) 
Rear Tread 60.0 ( 60.0) 60.0 { 60.0) 60.0 € 60,0) 
Turning Circle, Feet 3338 € BY 45) ce: ie ae ie Bf.8 £3745) 
Head Room, Front 39.5 ( 39.8) 39.8 € 39.8) Joe) h. Oy 7) 
Head Room, Rear 37.4 ( 37.8) 38.6 ( 38.6) 36.5 { 36.5) 
Leg Room, Front 42.0 ( 42.6) 42.0 ( 42.6) 42.0 ( 42.6) 
Leg Room, Rear 38,6 ( 36.6) 38.6 ( 38.6) S5e2 { 35.5) 
Hip Room, Front 60.39 ¢ 60,3) 60.3 ( 60.3) 60.35 ( 60.3) 
Hip Room, Rear 60.4 ( 60.4) 60.4 ( 60.4) 59.5 ({ 59.5) 
Shoulder Room, Front 60.0 ( 60.0) 60.0 ( 60.0) 60.0 ( 60.0) 
Shoulder Room, Rear 60.0 1.60.0) 60.0 € 60.0) 7920 € 59,0) 
Usable Luggage Cap., 16,0 ¢ 18.0} Obs dt Ole hd 13.0. 18.0) 
Inel. Biter ie ce ene --- 99.1 (99.1) --- 
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1970 Rebel 


Safe-Command 
Safety Features 





SEATING & SEAT BELTS: 


*Rebel Seat Belts for all Seating Positions: 

a. Standard 3 front, 3 rear 

b. Two front Seat Belts retractable 

c. Two additional Seat Belts with optional 3-seat wagon 
*Two Front-Seat Shoulder Belts 
Two Rear-Seat Shoulder Belt Attaching Provisions 
Front-Seat Head Restraints (new built-in type for bucket seats) 
High-Strength Seat Anchorages 
Front Seat-Back Automatic Lock with Manual Release (2-Door Models). 
New high-position manual release for all bucket seats 
Rear Seat-Back Positive Lock with Manual Release (Wagons) 
Padded Front-Seat Backs (for rear-passenger safety) 


+*Seat Belts and Shoulder Belts are standard for International 
distributors. They may, however, be deleted except on shipments 
to Puerto Rico, Virgin Islands, Canal Zone, Guam and American Samoa, 
) and corresponding credit allowed. See your Price List for particulars. 


CONTROLS & INSTRUMENTS: 


New Anti-Theft Ignition, Steering & Transmission Lock (with warning 
buzzer) 

Energy-Absorbing Steering Column (new, improved design for '70) 
Deep-Dish Energy-Absorbing Steering Wheel (new, 2-spoke design for '70) 
New Rim-Blow Steering Wheel (Optional) 

Safety-Styled & Padded Instrument Panel 

Anti-Glare Finish for Instrument Panel, Steering Wheel, Inside 
Moldings, etc. 

Padded Sun Visors, Two 

Safety-Shaped Instrument Panel Control Knobs 

Low-Profile, Soft Window-Control Knobs 

Padded Armrests 

Uniform Shift-Quadrant for Automatic Transmission, plus Safety 
Starter Switch 

Lock Provision for Wagon Tailgate Window 

Break-Away Front Ash Tray with Ball-Bearing Slides 


LOCKS & DOORS: 


Pre-Set Impulse Door Locking System 
High-Strength Door Locks & Hinges 
Flush-Contoured Outside Door Handles 

) Paddle-Type Inside Door Handles Shielded by Armrests 
New In-Instrument-Panel Glove-Box Lock/Latch Location 
New Console Glove-Box Lock (was magnet) 
Two-Key Locking System 
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1970 Rebel 


Safe-Command 
Safety Features 


BODY CONSTRUCTION: 


All-Steel "Advanced Unit Construction" with front-end designed to 
limit steering column rearward movement in accidents 
High-Strength, Laminated Safety Windshield 

Tempered Safety Glass for Side & Rear Windows 

Molded Fiberglas Ceiling 

Padded Instrument Panel & Sun Visors 

Dual-Action Safety Hood Latch 

Counterbalanced Hood & Trunk Lid 


CHASSIS & RELATED ITEMS: 


Double-Safety Brake System (dual chamber master cylinder) 
Hydraulic Brake System Warning Light 

Corrosion-Resistant Brake Lines & Fittings 

Self-Adjusting Brake Linings 

Step-On Parking Brake (warning light in opt. Light Group) 
Mechanical Stop Light Switch 

Safety Rim Wheels 

Tread-Wear Indicators Molded into Tire Tread < 
"Guard-Glo" Headlights with readily-adjustable aiming 
Front Park/Turn Lights Stay On with Headlights 
High-Strength Fuel Tank Mounting 


GENERAL EQUIPMENT: 


Manual Lane-Changer Feature for Self-Cancelling Turn Signals 

4-Way Hazard Warning Flashers 

Side-of-Car Safety Marker Lights, Front & Rear (wrap-around 
taillights for Wagons) 

Automatic Back-Up Lights 

Inside Rear-View Mirror with Soft Frame & Twin-Ball-Joint Mount. 

New 12" Day/Nite mirror replaces 9-1/2" as standard. 

Left-Side Rear-View Mirror (Remote-Control Mirror in Opt. Visibility 
& Convenience Groups). New streamlined head encases rectangular 
mirror for both types. Standard mirror is chrome. Remote-control 
has chrome base with head painted matching body color. 

Safety Type Sun Visor Vanity Mirror in Optional Visibility & 
Convenience Groups 

Manual Windshield Washers (with new actuating feature as part of 
wiper control knob..replaces foot pump). Elec. Wipers with Elec. 
Washers, Opt. (also in Opt. Vis. Group). New Windshield Washer 
Solvent for Improved Cleaning Action. 

Variable-Speed Windshield Wipers (vacuum-powered) with Anti-Glare Finish. 
Electric Wipers with Electric Washers, Optional (also in Opt. Vis. Group). & 
Windshield Defrosters (part of Standard Weather-Eye Heating). 
Rear-Window Defogger Fan, Dealer-Installed Accessory (except Wagons) 
New ''Cruise-Command" Automatic Speed-Control Option, V-8 auto. trans. 
New Low-Fuel-Warning Light in Optional Light Group 
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1970 Rebel 


Series Features 
and Differentials 


+Revised October 15, 1969 





Rebel (Basic) Features 
a aaa SE STS, 


Exterior: 


Bright windshield and 
rear window moldings 







Rebel nameplate on lower 
deck overlay 














*New paint stripe 






+ *Bright drip-rail molding 





Rebel nameplate Rebel in block letters 





Bright hub caps 


+ *Not on basic wagons 


Interior: 


Instrument Panel 


Painted silver ; 
rs Bright center molding 






























Glove box release button (no lock) 






enter horn button (std.) 
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1970 Rebel 


Series Features 
and Differentials 


Rebel (basic) features 


EXTERIOR ; Rebel (Basic) Features 
SS ee 


Rebel nameplate on fenders, lower deck and hood 
Bright windshield reveal molding 

Bright rear window reveal molding 

Bright drip-rail molding (not available basic Wagon) 
New body side paint stripe (not available basic Wagon) 
Bright hub caps 

14 exterior paint colors (was 11 in '69) 


INTERIOR 


232 cubic inch 145 H.P. six cylinder engine, standard 
+Heavy duty 10'' clutch, basic export option 
+3-Speed-full synchromesh transmission, standard 

Standard steering wheel with center horn button 

Front armrests 

Rear armrests on 4-door models 

Bright instrument panel and door trim moldings 

Unique door trim panels with padded affect 

Color keyed rubber floor mats 

Foam cushion front and rear 

Instrument panel ash receiver 

Cigarette Lighter 
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1970 Rebel 


Series Features 
and Differentials 


Rebel SST: 


Same as Rebel basic 
except as noted below 


Exterior: 


Bright lower window molding 





eee 












Bright wheel opening moldings SST nameplate on grille 






4 Bright body side molding Bright wheel discs (opt.) 
Interior: 


Instrument Panel 


New accent stripe 












































New custom steering wheel 


Section 2 
Page 12 


1970 Rebel 


Series Features 
and Differentials 





Rebel SST: 





Same as Rebel basic 
except as noted below 


Series Differentials 
Rebel SST over Rebel basic 


EXTERIOR 


SST nameplate on rear quarter panel and grille 
Bright lower window moldings 

Bright body side moldings 

Bright wheel opening moldings 

New longer station wagon roof luggage rack 


INTERIOR 


Accent stripe around perimeter of instrument panel 
Custom steering wheel 

100% nylon cut pile carpet 

Rear ash receivers 

Glove box and front door light switches 

Unique door trim panels with SST nameplate 
Armrests with aluminum trim inserts 

Rear armrests for two-door model 

Unique seat trim patterns and cloth materials 
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1970 Rebel 


Engine, Mechanical 
& Related Changes 
ITS 0 2 SRE LG 6 





1970 ENGINE SIZES AND IMPROVEMENTS 


All V-8 engines have higher horsepower and torque ratings as a 
result of larger displacement and/or detailed refinements for 
improved all-round performance and responsiveness. The scope 
of V-8 engine changes are as follows: 


oe CID-2B/210 HP replaces 290 CID-2B/200 HP (no 4-Barrel version). 
14 cubic-inch displacement increase accomplished with longer- 
stroke cast crankshaft (same as 360). Bore/Stroke = 3.75" x 3.44". 
b. New exhaust-port size and shape for cylinder heads. 
c. New valve springs assure positive sealing action. 


360 CID-2 & 4B/245 & 290 HP replaces 343 CID-2 & 4B/235 & 280 HP. 

a. 17 cubic-inch displacement increase accomplished with longer-stroke 
cast crankshaft (same as 304). Bore/Stroke = 4.08" x 3.44". 

b. New exhaust-port size and shape for cylinder heads (same as 390). 

c. 4-barrel 360 uses larger intake manifold (same as current 390). 

d 4-barrel 360 uses new, better quality, higher-flow 4-barrel carbure- 
Cor: 

e. New valve springs assure positive sealing action. 


390 CID-4B/325 HP replaces 390 CID-4B/315 HP. 

a. New exhaust-port size and shape for cylinder heads (same as 360). 
b. New, better quality, higher-flow 4-barrel carburetor. 

c New, higher-performance camshaft standard for 390. 

d. New, stronger design for 390 forged-steel connecting rods. 

e. Forged-steel crankshaft continues. Same Bore/Stroke = 4.165" x 3.574". 
f. New valve springs assure positive sealing action. 


All 6-cylinder engines have the same horsepower and torque ratings, but 
with improved carburetors. The 232-1B engine uses a new Carter YF 
carburetor (replacing Carter RBS and Holley 1931). The new YF model 
is of better quality for more uniform or consistent performance. 

The 232-2B. engine continues with the Carter WCD 2-barrel carburetor. 


All V-8's and 6's have a new "dual-diaphragm" distributor. This more 
expensive ignition feature improves initial acceleration ("livelier" 
feel), and permits a retarded spark at idle to further aid exhaust 
emission. 


NEW ''TWIN-BALL-JOINT" Front Suspension 


a. Two ball-joints assure smoother, less-friction action (was one). 

b. Geometic "anti-dive" is built in to reduce "nose-down" tendency 

under braking conditions. 

More stability in turns (race-track proven). 

Smoother ride with new location of spring and shock (permits 

"lower-rate" springs). 

e. Quieter ride with rubber bumper relocated from upper to lower 
control arm to isolate noise in full jounce condition. 


an 
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Engine, Mechanical e 
& Related Changes 





NEW ''TWIN-BALL-JOINT" Front Suspension cont. 


f. Reduced turning effort with manual steering. 

g. Knuckle-pin inclination angle increased for faster wheel return. 
h. Longer service life predicted. 

i. Easy to adjust (& stays adjusted). 


NEW "ANTI-THEFT" Lockable Steering Column 


a. One key lock ignition, steering wheel & transmission lever. 

b. If ignition key is left in "off or lock" positions when 
parking, and door is opened, a buzzer warns driver to 
remove key (mounted on right side of steering column, 
just under the wheel). 

c. Transmission must be put in proper position for locking before key 
can be turned to "lock" position, and removed (as a further safeguard). 
Shift-Command transmission (column-or console shift) is locked 
as shift lever is put in "park". For manual transmissions (column 
or floor shift), lock action occurs with lever put in reverse. 

d. With key removed, steering wheel is locked in any position. 

e. Safer for children in an unattended car. 


\ 
NEW Type of Energy-Absorbing Safety Steering Column 
a. Present "bellows'' type jacket design replaced with new ball- 
bearing "sleeve'' type for controlled-collapsing action in the 
event of an accident. 
b. Impact protection same as previous type but considered to be 
a more advanced mechanical method of accomplishing the same 
purpose. 
NEW "'Variable-Ratio'' Power Steering Option 
(Replaces '69 "fixed-ratio" type) 
a Permits faster steering response in turns. 
b. Easier parking. 
c. Requires fewer wheel turns without increasing steering effort. 
d. No change in straight-ahead road feel. 
e A Manual Steering (fixed-ratio) continues standard for all Rebels. 
NEW ''Rim-Blow'' feature for Sport Steering Wheel: 
a. New wheel combines current wood-grain sports look with 
new "rim-blow'' feature. Horn blows by squeezing the 
steering-wheel rim any place (contact on inner surface 
of rim). 
b. More convenient and reduces drivers reaction time. ‘ 
¢C All other steering wheels are improved in appearance. 


New 2-spoke design replaces 3-spokes. Dual horns, standard, 
except one for Rebel base models. 
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Engine, Mechanical 
& Related Changes 


+NEW Plug-In Socket in Main Wiring Harness (running change) 


a. Junction connection for main wiring harness passing 
thru firewall. 

b. Uniform quality, with less chance of damage to wires. 

c. Easier to service and more reliable. 


NEW Standard Front Sway Bar for Rebel-6 Sedans & Hardtops: 


a. New standard item for Rebel-6 Sedans & Hardtops. 
b. Continues standard for Rebel-6 Wagons. 


NEW Low-Fuel-Warning Light: 


a. Included in "Light Group™ option 
b. Red light in fuel gauge warns driver (and stays on) when supply 
drops to about 2 gallons (minimum). 


NEW Control System for '"Cruise-Command" Option: 


a. Automatic speed-control button relocated on the end of the turn- 
signal lever for greater convenience (was on panel). 

b. Continues optional on Rebels and Ambassadors with V-8 and "'Shift- 
Command'' automatic transmission (column or console). 

c. New system has added safe-guard on-off control (also on turn-signal 
lever) built-in-fail-safe feature. 


NEW Manual Control for Windshield Washer 


Manual washers continue standard but with new actuating 
feature as part of wiper control knob (replaces foot pump). 
Electric washers and electric wipers continue in optional 
"Visibility Group". 


Improved Brakes All Rebel Models: 


a. Larger diameter drum brake (10'' was 9'') for Rebel-6 
Sedan & Hardtop for greater stopping ability and ionger service 
life, 

b. Brake diameter and drum types: 


Rebel-6 & 304 V-8 Sedan & Hardtop 10" diameter, flared drums 
(std. ) 

Rebel 360 & 390 V-8 Sedan & Hardtop 

& all Wagons with V-8 10'' diameter, flared/cross- 
ribbed drums 


Section 2 
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Engine, Mechanical 


& Related Changes 
a ee 


Improved Brakes All Rebel Models cont. 


Power Brakes are an extra cost option on all Rebels. 

Power Disc Brakes (Front) are an extra cost option on all 
Rebel-6 & 8 cylinder models. This option features 10" flared- 
drum rear brakes with a proportioning valve in the hydraulic 
elreuLe. 


Heavy Duty Clutch & Automatic Transmission: 


+a. New all 6 cylinder Rebels equipped with Standard 3-Speed 
Transmission will have a heavy duty 10" clutch as a required 
Export option. 

+b. New all 6 cylinder Rebels equipped with Automatic Transmission 
will have the heavy duty oil cooler feature as a required 
Export option. 


+Revised October 15, 






145 HP Torque-Command 
z32 CLD Six 





Standard 


155 HP Torque-Command 
Z32 CID Six 






Optional 





210 HP Typhoon V-8 
304 CID 


Optional 

245 HP Typhoon V-8 
360 CID 

Optional 


290 HP Typhoon V-8 


360 CID** 





Optional 


V-8 





325 HP Typhoon 
390 CID** 






Optional 


340 HP ''Machine" V-8 









only 
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Engine, Transmission 
& Rear Axle 
Availability 


Standard for "Machine" 

























Transmission 


Shift-Command Automatic; 
Column (opt. ) 





Column (std) 





+3-Speed Manual; 


Shift-Command Automatic; 
Column (opt. ) 


Shift-Command Automatic; 
Column (opt. ) 

Shift-Command Automatic; 
Console (opt.)* 


Shift-Command Automatic; 
Column (opt. ) 


Shift-Command Automatic; 
Console (opt.)* 


Shift-Command Automatic; 
Column (opt. ) 


Shift-Command Automatic; 
Console (opt.)* 


Shift-Command Automatic 
Column (opt.) 


Shift-Command Automatic; 
Console (opt.)* 





4-Speed Manual; Floor Shift 
with Hurst Linkage (std.) 






Shift-Command Automatic; 
Console (opt.) 


+3-Speed Manual;Column (std) |3.15: 








Rear Axle 
Std. 






















































+3-Speed Manual Transmission has fully Synchronized Gearing 
*Available only on SST hardtop with bucket seats 
**Dual Exhaust available optionally on 290 HP, & standard on 325 HP 
xxkAvailable at no extra cost 
#On "The Machine'' Twin Grip Differential recommended; (mandatory 


option with 3.91 axle) 
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Retained 
Standard Features 





BODY: 


"Advanced Unit Construction" combining body & frame into one 
structure. Exclusive one-piece uniside for wagons only. 
Outer front fenders are bolted on. 
"Deep-Dip" Rustproofing 
Entire lower body (except roof) dipped in rustproofing solution. 
"Lustre-Gard"' Acrylic Enamel. Triple coats, baked-on final finish. 
"Cushioned-Acoustical" Molded Fiberglass Ceilings. 
Body Sound Insulation on Floors (new, extra-thick floor pads for 
Rebel SST). 
Coil-Spring Seats for Rebel (exclusive in class). formed-Wire 
seat construction for optional Bucket Seats. 
Foam-Cushion Front-Seat Pads. 
New High-Back-Contoured Bucket Seats (non-reclining for '70) 
(optional on Rebel SST Hardtops). 
"Dual-Swing" Tailgate for Wagons. 
Hidden-Compartment Storage Space for Wagons. 

"Weather-Eye" Heating & Ventilating System. 
Curved Side Windows. 
Extruded-Aluminum Door-Window Frames on Rebel Sedans & Wagons. 
Ball-Bearing Ash Tray for Instrument Panel. 
Flush-Contoured Outside Door Handles. 
Deep-Sectioned, Wrap-Around Bumpers, front & rear (rubber-faced guards 
opt.) 


Mechanical: 


All-Synchromesh, 3-Speed Manual Transmission for Rebel-6. 

New ''Twin-Ball-Joint" Front Suspension Design. 

4-Coil-Spring Suspension on Rebel with 4-Link, Trailing-Arm Rear 
Suspension. 

Suspended Operating Pedals. 

Step-On Parking Brake. 

Self-Adjusting Brakes. 

Automatic Choke with Thermostatically-Controlled Air Cleaner. 
Anti-Smog Exhaust Emission System. 


Electric: 


Electronic Alternator & Transistorized Voltage Regulator. 
"Clear-Power'' Battery with Translucent Side case. 
"Guard-Glo' Headlights. 

Central Fuse Panel 

New Plug-In Socket for Main Wiring Harness. 

Space-Age Printed Circuit for Instrument Panel. 
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Tire Availability 





REBEL SIX REBEL V-8 
Sedans & Station Sedans & Station 
Hardtops Wagons Hardtops Wagons 
TIRE SIZES 
7.35 x 14, 4-ply rated 
4-ply polyester, Black STD NA +NA NA 
7.35 x 14, 4-ply rated 
4-ply polyester, White OPT NA +NA NA 
7.35 x 15, 4-ply rated 
4-ply polyester, Black OPT NA +NA NA 
7.75 x 14, 4-ply rated 
4-ply polyester, Black OPT NA +STD NA 
7.75 x 14, 4-ply rated 
4-ply polyester, White OPT NA OPT NA 
7.75 x 15, 4-ply rated 
4-ply polyester, Black OPT NA OPT NA 
8.25 x 14, 4-ply rated 
4-ply polyester, Black NA STD OPT STD 
8.25 x 14, 4-ply rated 
4-ply polyester, White NA OPT OPT, OPT 
8.25 x 14, 8-ply rated 
4-ply polyester, Black NA OPT OPT OPT 


8.25 x 14, 8-ply rated 
4-ply polyester, White NA OPT OPT OPT 
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Factory 
Installed Options 





Rebel Rebel 
Code Basic SST 
PAINT/VINYL ROOF/WOOD-GRAIN (see Trim Charts) 
Color -Two-Tone (Std. appl. of A.M. Colors) - 
-Sedans and Hardtops E E 
-Wagons (Painted Body side-Panels & 
Accent Molding) E E 
Additional Charge for Deviation from Std. Rebel 
Color Availability - E E 
Vinyl-Covered Roof (Sedans & Hardtops) 
-Black BK NA E 
-White WH NA E 
-Blue BU NA E 
Simulated Wood-Grain Side-Wagon (N/A w/Two- 
Tones) WO NA E 
TRIM/SEAT: (See Trim Charts) 
Bench Cushion -Fabric (N/A Wagon) A STD STD 
-Vinyl (Std. w/Wagon) B E E 
Individual Cushion -Fabric C E E 
-Vinyl -Except Wagon D E E 
-Wagon E E 
Bucket Seat -Fabric (Hardtop) E NA E 
-Vinyl (Hardtop) F NA E 
ENGINES: 
145 H.P. -232 CID, Six, 1-Barrel 145 STD STD 
155 H,P, =232 CID, Six, 2-Barrel 155 E E 
210 H.P. -304 CID, V-8, 2-Barrel 210 E E 
Additional Charge Over Base 210 H.P. -304 CID, V-8, 2-Barrel for: 
245 H.P. -360 CID, V-8, 2-Barrel 245 E E 
290 H.P. -360 CID, V-8, 4-Barrel 290 E E 
325 H.P. -390 CID, V-8, 4-Barrel 325 NA E 
+340 H.P. -390 CID, V-8, 4-Barrel 340 "Machine" NA 
PERFORMANCE : 
Dual Exhaust System - For 360 CID, 4-Bbl. 
Engine (Std. on 390 CID) DE E E 
Twin-Grip Differential TGD E E 
E = Extra Cost STD - Standard 


NA - Not Available 


D - Delete Option 


+BEO - Basic Export Option, Extra Cost 


~/ 
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Factory 


Installed Options 





TRANSMISSIONS: Code 


+Shift-Command, Column Shift w/Oil Cooler A 
-6-Cylinder 
-304 CID 
-360 CID 
-390 CID 
+Shift-Command, Floor Shift & Console (Hardtops) 
w/Oil Cooler C 
-304 CID 
-360 CID 
-390 CID 
+3-Speed Manual, Column Shift (Full-Synchromesh) §S 
w/H.D. 10'' Clutch 


-6-Cylinder 

+4-Speed Manual, Floor Shift -390 CID 

POWER: 

Power Steering (Recommended w/Air Conditioning PS 
Power Brakes PB 
Power Disc Brakes, Front (Std. on Machine) DB 
Power Lift Window, Tailgate -Wagon (std. 

on 3-Seat Wagon) PW1 
AUDIO: 

AM Push-Button Radio RP 
AM/FM Push-Button Radio RFM 


Rear Speaker -w/Radio only (Sedans & Hardtops) RS 
CONVENIENCE: 


All-Season Air Conditioning System -H.D. Engine 
Cooling System, 50-Amp. Battery & 55-Amp. 
Alternator (60-Amp. Battery Std. w/360 & 390 V-8)AC 
Command-Air Ventilation System CA 
Air Conditioning Package -A/C System, Tinted 

Glass, Power Steering & Insulation Group 


(Undercoating & Hood Insulation) ACP 
Tinted Glass- All windows (Recommended w/A/C) SG 
- Windshield SW 
Third Seat, Wagon - Power Lift Rear Window & 
2-Seat Belts TS 
Cruise-Command Automatic Speed Control System 
(Avail. w/V-8 & Automatic Transmission) ASC 
Adjust-O-Tilt Steering (Avail. w/Automatic 
Transmission, Column or Floor Mounted) ASW 
Visibility Group - Includes Convenience Group, 
Electric Windshield Wipers & Elec. Washers VG 


Electric Windshield Wipers & Elec. Washers EWW 


Rebel 
Basic 


BEO 
"Machind' 


4 Hm ie] fe 


comeses| 


Zz 


A 


Ah A fF 


Rebel 
SST 


fm 


ese es] 


BEO 
NA 
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1970 Rebel 


Factory 
Installed Options 


Rebel Rebel 
Code Basic SST 


Light Group ~ Trunk or Cargo Light, Glove 

Box Light, Ash Tray Light, Parking Brake 

Warning Light, Lights-On Warning Buzzer, 

Low-Fuel Warning Light, Front & Rear Door 

Switches on Basic Models & Rear Door 

Switches on SST Models LG E E 
Convenience Group -Remote-Control Left 

Outside Mirror (Painted Body Color), Visor 

Vanity Mirror, Clock (Electric) & Glove 

Box Lock (std, on SST) CG E E 


PROTECTION ITEMS: 


Bumper Guards - Front & Rear (Sedans & Hardtops) BG E E 
- Front (Wagon) E E 
Insulation Group -Undercoating & Hood 
Insulation UN E E 
APPEARANCE: 
Custom Steering Wheel CR E STD 
Sports Steering Wheel w/Horn-Rim Blow SSW NA E 
Wheel Dises (4) WD E E 
Turbo-Cast Wheel Covers (4) TE E E 
Wire Wheel Covers (4) WC E E 
HEAVY DUTY: 


Heavy-Duty Engine Cooling System-H.D. Radia- 
tor, Power-Flex Fan & Fan Shroud (Std. w/Air 


Cond. ) HDC E E 
Heavy-Duty 70-Amp. Battery HB E E 
Cold Start Package -70-Amp. Battery & 55-Amp. 
Alternator (For Cars Less A/C or Command Air) 5A7 E E 
Handling Package -H.D. Springs & Shock Absorb- 
ers HP E E 
Engine Block Heater BH E E 
MISCELLANEOUS : 
*Rooftop-Travel Rack (Wagons) NA STD 
Fuel Tank Vapor Emission Control System 
(Required by State of California) FVE E E 
Seat Belt & Shoulder Belt Deletion all 
Seating Positions plus 2 Frt. Outboard 
Shoulder Belts LSB D D 
+Shoulder Belt Deletion - 2 Frt. Outboard SBF D D 


Note: Please refer to Page 25 for additional items of 
optional equipment which are available for American 
Motors International distributors. 
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H Standard Opt. (Std. Wagon) 
1 970 “Cannes” Fabric “Rattan” Vinyl 


REBEL (Base-Line) 


SEAT, TRIM & COLOR AVAILABILITY 



















Models Seat Types Available 
Bench Cushion, Non-Reclining Full Back (Standard) A\|A A | B| B| B/ B 
7015 4-Door aa of ES eee 1 4 | 
Sedan Individual Cushions, Individual Reclining Backs (Optional) (oY Oa J an | D/O; D0; 0D 









Bench Cushion, Non-Reclining Full Back (Standard) 





7018 4-Door pas S 
Wagon Individual Cushions, Individual Reclining Backs (Optional) 






2-Door Bench Cushion, Non-Reclining Split Back (Standard) 


7019 Hardtop 





Individual Cushions, Individual Reclining Backs (Optional) 







= 








58 
Exterior Colors &s 
14 Standard Colors 33 5 
Classic Black 
Frost White 





Matador Red 
Hialeah Yellow 











Bittersweet Orange, Metallic 
Bayshore Blue, Metallic (Medium) 
Commodore Blue, Metallic (Dark) 











Sea Foam Aqua, Metallic (Medium) 





Mosport Green, Metallic (Medium) 
Glen Green, Metallic (Dark) 


Golden Lime, Metallic 











Tijuana Tan, Metallic 





Moroccan Brown, Metallic 





Sonic Silver, Metallic 

31 Two-Tones (Optional) 
Classic Black /Frost White 

Frost White /Classic Black 

Matador Red /Classic Black 

Matador Red /Frost White 

Hialeah Yellow /Classic Black 

Hialeah Yellow /Frost White 

















4 





Hialeah Yellow/Golden Lime, Metallic 








Bittersweet Orange, Metallic /Classic Black 


T 
at 





Bittersweet Orange, Metallic /Frost White 





Bayshore Blue, Metallic /Classic Black 





Bayshore Blue, Metallic /Frost White 





Bayshore Blue, Metallic /Commodore Blue, Metallic 





Commodore Blue, Metallic /Frost White 





Commodore Blue, Metallic /Bayshore Blue, Metallic 


if 





Sea Foam Aqua, Metallic /Classic Black 





Sea Foam Aqua, Metallic /Frost White 





Mosport Green, Metallic /Classic Black 





Mosport Green, Metallic /Frost White 





Mosport Green, Metallic/Glen Green, Metallic 
Glen Green, Metallic/Frost White 

Glen Green, Metallic /Mosport Green, Metallic 
Golden Lime, Metallic /Classic Black 

Golden Lime, Metallic /Frost White 

Golden Lime, Metallic /Hialeah Yellow 





| 





+ 















t 
e 





Tijuana Tan, Metallic /Classic Black 
Tijuana Tan, Metallic/Frost White 








Tijuana Tan, Metallic /Moroccan Brown, Metallic 





Moroccan Brown, Metallic /Frost White 





Moroccan Brown, Metallic/Tijuana Tan, Metallic 





Sonic Silver, Metallic /Classic Black 
Sonic Silver, Metallic/Frost White 





Standard paint stripe not used on wagon. 
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Standard Opt. (Std. Wag. 


1 970 i ‘Kashmir’ & Buckets) 


Fabric “Ventilair’’ Vinyl 





REBEL SST 


SEAT, TRIM & COLOR AVAILABILITY Colors 














Models Seat Types Available “T” Codes 


4- Bench Cushion, Non-Reclining Full Back (Standard) 
7018-7. goer 





Individual Cushions, Individual Reclining Backs (Optional) 
Bench Cushion, Non- Reclining Full Back, (Standard) 












-Door 
7018-7 } 
Wagon Individual Cushions, Individual Reclining Backs (Optional) 


Bench Cushion, Non-Reclining Split Back (Standard) 
7019-7 wiarates Individual Cushions, Individual Reclining Backs (Optional) 
Bucket Seats, Non- Reclining High Backs (Optional) 
































Exterior Colors 
14 Solid Colors 


Classic Black 
Frost White 
Matador Red 


Hialeah Yellow 

















Bittersweet Orange, Metallic 





Bayshore Blue, Metallic (Medium) 








Commodore Blue, Metallic (Dark) 


Sea Foam Aqua, Metallic (Medium) 

















Mosport Green, Metallic (Medium) 
Glen Green, Metallic (Dark) 


Golden Lime, Metallic 











Tijuana Tan, Metallic 





Moroccan Brown, Metallic 





Sonic Silver, Metallic 


31 Two-Tones (Optional) 
Classic Black /Frost White 
Frost White/Classic Black 
Matador Red /Classic Black 
Matador Red/Frost White 
Hialeah Yellow /Classic Black 
Hialeah Yellow /Frost White 
Hialeah Yellow/Golden Lime, Metallic 


























T 


Bittersweet Orange, Metallic Classic Black 





Bittersweet Orange, Metallic / Frost White 








eeee 


Bayshore Blue, Metallic/ /Classic Black 


Bayshore Blue, Metallic Frost White 


|e 














Bayshore Blue, Metallic Commodore Blue, Metallic 


Commodore Blue, Metallic/Frost White 














Commodore Blue, Metallic/ Bayshore Blue, Metallic 











Sea Foam Aqua, Metallic / Classic Black 








Sea. Foam Aqua, Metallic Frost White 








Mosport Green, Metallic Classic Black 


Mosport Green, Metallic, Frost White 


Mosport Green, Metallic /Glen Green, Metallic 


Glen Green, Metallic/Frost White 


Glen Green, Metallic /Mosport Green, _ Metallic 














Golden Lime, Metallic/ Classic Black 
Golden Lime, “Metallic /Frost White 








Golden Lime, Metallic/Hialeah Yellow 


Tijuana Tan, Metallic/ Classic Black 











Tijuana Tan, Metallic Frost White 








Tijuana Tan, Metallic Moroccan Brown, “Metallic” 








Moroccan. Brown, Metallic) Frost White 





Moroccan Brown, Metallic Tiwana Tan, Metallic 


Sonic Silver, Metallic, Classic Black 




















Sonic Silver, Metallic, Frost White 


Simulated wood-grain side paneling is optional on wagon with solid color. 
A Blue viny! roof is optional only with exterior colors marked & (sedan and hardtop). 
Black or White vinyl roof is optional with all exterior colors (sedan and hardtop). 
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1970 Rebel 


Special 
Export Options 


In addition to the Standard and Optional Equipment mentioned in 
the preceding pages, the following is a listing of options avail- 
able especially for the International market: 


Low Compression 6-cylinder engine (7.7:1 ratio in place of 
standard 8.5:1) 
Tropical Batteries in 50 or 60 Amp. Hr. capacities 
*Amber Headlamps (right dipping - amber lens) does not include 
"Guard-Glo" feature 
*Export Headlamps (left dipping - clear lens) less "Guard-Glo" feature 
Front and Rear Rubber Mats on models equipped with carpet 
Twenty to One Steering Gear Ratio 
Electric Clock (separate from Convenience Group) 
Touch Up Paint 
Locking Gas Cap 
*Kilometric Speedometer 
*Clear Lens for Front Parking and Turn Signal 
55 Amp. Alternator (Std. on Rebel with A/C or Command Air) 
LooL Kit 
Power Disc Brake for 6-cylinder models 


+*Not Available in U.S. Territories, Puerto Rico, Virgin Islands, 
Canal Zone, Guam or American Samoa, 
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1970 Rebel 


Right Hand Drive 
Availability 





The Right Hand Drive Steering option will be available on all Rebel 
models as follows: ' 


REBEL 

4-Door Sedan 7015 
2-Door Hardtop 7019 
4-Door Station Wagon 7018 
REBEL SST 

4-Door Sedan 7015-7 
2-Door Hardtop 7019-7 
4-Door Station Wagon 7018-7 


All RHD Rebels will have the Weather-Eye Heater as Standard Equipment. 
The following are mandatory extra cost features on RHD Rebels 
and should be included as part of each order: 


Electric Windshield Wipers & Washers 

Automatic Transmission with Oil Cooler 

Right Hand Outside Rear View Mirror (left hand Standard) 
Export Headlamps (left dipping - clear lens) 


The following equipment is not available: 


Energy Absorbing Steering Column 
Sports Steering Wheel 
Custom Steering Wheel on Rebel Basic models 
360 & 390 V-8 Engines 
Safety Steering Wheel & Locking Column 
Handling Package which includes Sway Bar* 
Manual Transmission 
Visibility Group 
4-Way Hazard Warning Signal 
Lane Changer type Turn Signals 
All Season Air Conditioning 
Adjust-0-Tilt Steering Wheel 
Radio 
Duo-Coustic Rear Seat Speaker 
Cruise Command 
20 to 1 Steering Gear Ratio 
Lights-On Warning Buzzer+ 
Command Air, Ventilation System 
Color keyed Rubber Floor & Cargo Mats for Rebel 
Ignition Key Warning System 
Low-Fuel Warning Light+ 
*Guard-Glo Headlamps 


*Heavy Duty Spring & Shock Absorbers are available as an Option 
on Rebel RHD models. 


*These items are part of the Light Group on LHD: The Light Group 

on RHD models consists of a Trunk or Cargo Light, Two Courtesy Lights, 
Rear Door Light Switches for the SST and Wagon models, Parking Brake 
Warning Tight and Ach Tray Tiocht . 
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“The Machine” 
Specifications 


"The Machine" Specs Starting with Rebel Base-Line Hardto #7019-0 
(production scheduled to begin in early October, LED 


Exterior Trim: 





Any of 14 Rebel Exterior Body Colors. 

"Shadow" Black Flat-Tone Paint (P8) on Hood Scoop, Hood & Fresh-Air 
Panel (between crease lines). 

Silver Tape Stripes on each side of hood (between crease lines & in 
center). 

Silver Paint Accent on hood scoop (plus silver tape stripe over the 
center). 

"The Machine" Decal on both front fenders & on right side of trunk 
lid. 

Rebel "Venturi" Grille ('68 theme) with rear section flat black. 
Delete Bright Trim around headlight bezels. 

Add Side-Window/Base Moldings (normally standard on SST). 

Delete Side Paint Stripe (normally standard on Base-Line). 

Delete REBEL & 390 Emblems from both front fenders (normally standard). 


Interior Trim: 


SST Hardtop Bucket Seats in ''Ventilair'' Vinyl & Matching Rear Seats, 
less center cushion & fold-down armrest. (Black, Blue or Brown). 
Base-Line Door- & Rear-Side Panels. 


SST Carpeting. 
Base-Line Instrument Panel, except for addition of Glove-Box Lock. 
Javelin Base-Line Steering Wheel (with Red/White/Blue ''Bulls Eye"). 


Engine: 


Special "Machine" 390 CID Engine (Adv. Rating 340 HP/430 Torque) includes: 
a. Modified Intake Manifold. 
b. Modified Exhaust Manifolds (less heat valve). 


Transmission & Rear Axle Ratio: 


4-Speed Floor Shift with Hurst Linkage & AM Black Knob (as on Javelin/AMX). 
3.54:1 Standard Rear Axle Ratio for 4-Speed. 


Engine & Chassis Details: 


Functional Ram-Air Hood Scoop with Vacuum-Actuated Flapper Valve. 
Hood-Scoop-Mounted Tachometer (lighted, 0-8000 rpm). 

Heavy-Duty Engine Cooling System. 

Dual-Exhaust System (special low-back-pressure mufflers and larger 
exhaust pipes). 

Power Disc Brakes (front). 
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66 . 9 a 
The Machine 
Specifications 
Engine & Chassis Details cont.: 
Handling Package (H-D springs & shocks, plus H-D wagon rear springs). 
Rear Sway Bar (new feature). 
Four, E60x15 Tires (with white raised letters). 
Four, 15"x7'' Mag-Styled Steel Wheels, Silver Paint plus Stainless- 
Steel Trim Rings. Includes '"Space-Saver'" Spare Tire (on regular 
14" Orange-painted wheel). 
Dual Horns, 
Extra-Cost Options: 
Special Red/White/Blue Color & Trim Theme for the lst 1,000 Production 
Cars....same as regular ''Machine'' except as follows: 
a. 1970 Frost White (P72) for Main Exterior Color (no roof two-tones 
or vinyl roof). 
b. 1971 Electric Blue (B6) for Hood Scoop, Hood & Fresh-Air Panel 
(between the crease lines), plus on Lower Side & Rear Body Panels. 
c. Red/White/Blue Decal on lower flat surface of grille. 
d. Bright Red Belt-Line Spear Stripe, Reflective Decal. 
e. Red/White/Blue "Chevron" Stripes, Reflective Decal (across trunk 
to fenders, joining side spear). £ 


f., Black "Ventilair" Vinyl Interior Trim Only. 

g. Center Cushion & Fold-Down Armrest (Note: Armrest Trimmed Red/ 
White/Blue, also for Armrest which is included with Opt. Shift- 
Command/Console). 

Shift-Command Transmission with Console Shift & Fold-Down Armrest. 
3.15:1 Optional Rear Axle Ratio for Shift-Command (3.54:1 is standard). 
3.91 Optional Rear Axle Ratio for 4-Speed (3.54:1 is standard). 
Twin-Grip Differential (recommended; mandatory option with 3.91:1 axle 
ratio). 

Power Steering. 

AM or AM/FM Radio (less or with rear speaker). 

Air-Conditioning (also AC Package) or Command-Air Systems. 

Vinyl Roof, Black, White or Blue for regular "Machine" (not for Red/ 
White/Blue '"Machine"'). 

Plus other Rebel options not in conflict with 'Machine" package (no 
roof two-tones). ie 
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Product Highlights 


American Motors' luxurious Ambassador for 1970 features new rear 
styling with sedans and hardtops acquiring new rear fenders, new 
full width rear bumpers and new taillights, and station wagons 
new roof panels and taillights. 


Overall length of sedans and hardtops has been increased an 
inch and a half to accommodate the new rear styling. Ambassador 
station wagons remain at 207 inches overall, and are an inch shorter 
than sedans and hardtops. 

The model availability is as follows: 


Ambassador DPL Series: 


4-Door Sedan 7085-5 
4-Door Station Wagon 7088-5 
2-Door Hardtop 7089-5 


Ambassador SST Series: 


4-Door Sedan 7085-7 
4-Door Station Wagon 7088-7 
2-Door Hardtop 7089-7 


Air conditioning again will be standard for all Ambassador models. 
Individually-adjustable reclining seats are standard on SST models. 


Two different taillight themes will be utilized on Ambassadors. 


Ambassador DPL and SST sedans and hardtops have a six section 
lens extending horizontally across the rear. Back-up light will be 
in the lower surface of the bumper adjacent to the license plate 
depression. 


Station wagons feature vertically stacked four-segment taillights 
with the lower segment housing -the back-up lights. 


In addition, all wagons have as standard longer roof top luggage 
racks and skid strips measuring six feet long. 


New in 1970, the standard engine for DPL and SST models is the 
304 cubic inch V-8 rated at 210 horsepower. The standard transmission 
is the Shift-Command column shift for DPL and SST V-8 models. Shift- 
Command Console is optional on SST hardtops. 


A detailed cescription of the new Ambassador for 1970 follows: 
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Exterior 
Styling Features 


New sideglass opening 















to sais : 












SRN 







New rear quarter glass opening 


| Mls 
— KEG Sed New rear fenders 
EON 
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New back-up lights 


New full-width rear bumper 
New taillights with six-sectioned lens 


New 
New 
New 


New 
New 


New 
New 


New 


New 


New 
New 
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Exterior 
Styling Features 


increased overall length in rear for sedans and hardtops 
(increased 1.5" to OAL 208", wagons remain 207"). 

side daylight opening on sedans (rear door) and hardtops 
(rear pillar). 

roof panels for sedans and hardtops due to modified drip 
line and rear quarter. 

rear fenders on sedans and hardtops. 

grille, a refinement of the 1969 theme, but made as a more 
expensive-looking metal die-casting (replacing plastic). 
cosiderably longer roof top luggage rack and skid strips (Std.). 
massive full width rear bumper without center overlay panel 
(DPL & SST, except wagons). 

taillights with a six section lens extending across rear 
bumper. Back-up lights in lower surface of bumper adjacent 
to license plate depression (DPL & SST, except wagons). 
vertically stacked four segmented taillight lens with lower 
segment as back-up light (wagons). 

side moldings and paint stripes. 

wheel discs standard on DPL & SST. 
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Interior 
‘Styling Features 


Heater & A/C Controls 





Fuel & Temp. gauges 
A/C outlets Ambassador nameplate 














































New glove box lock 
Lights 


New windshield washer 


Cigarette lighter 
switch 


New anti-theft ignition lock 


New - trim touches for instrument panels ('70 running change 
lowers eyebrow over instruments). 

New - in-panel key location for glove~box lock (added safety 
and convenience). 

New - upholstery materials, colors and design applications 
throughout the interior. 

New - actuating feature for manual type windshield washers 
(no longer foot operated). 
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Dimensional 
Comparison 
1970 vs. (1969) 


4-Door Sedan Station Wagon 2-Door Hardtop 
Wheelbase 122,60 CL22.0) 122.0 Cl22,0) 122,.0° (122.0) 
Length 208.0 (206.5) 207.30 £207 60) 208.0 (206.5) 
Width Tae. de Poe) ive Caw) dive © 4V 22) 
Height Se ae aes 56, 1, ( 86.5) 54.7 ( 54.2) 
Front Overhang 32.9% 3239) 52.9 | S2y2) 325% 3259) 
Rear Overhang BSek € olen) 52,8. © Seed) SS, 5236) 
Front Tread, 6-Cylinder Boo CO0.0) --- --- 
Front Tread, V-8 59.7 € 60,0) So,.¢ © 60.0) 59.7 € 60.0) 
Rear Tread 60.0 ( 60.0) 60.0. ¢ 60.0) 60.0 ( 60.0) 
Turning Circle, Feet 40.4 (42,8) 40.4 € 42.8) AO. a (42,8) 
Head Room, Front 59.5: { 39.8) 39.8 ( 39.8) 30.7 £38.75 
Head Room, Rear S104 { 3%N8) 38.6 ( 38.6) SO.50( 36.5) 
Leg Room, Front 42.0 -( 42.6) 42.0: (42.6) 42 OX 42516) 
Leg Room, Rear 38h (38.6) 38.6 { 33,6) oSus (S55) 
Hip Room, Front 60.3 ( 60.3) 60,3 { 60.3) 6053% C6003) 
Hip Room, Rear 60.4 ( 60.4) 60.4 ¢ 60.4) 594. BOS) 
Shoulder Room, Front 60.0 ( 60.0) 60:0) { 60.0) 60,0" € 600) 
Shoulder Room, Rear 60.0 € 60.0) 60.0 € 66,0) 5220 { 5950) 
Usable Luggage, Cap.Cu.Ft 18.0 ( 18.0) 9140. t Bid) 1860 (91320) 


Incl. Under+Floor Space --- 99.4 (9942) £ Sm 
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Safe-Command 
' Safety Features 





SEATING & SEAT BELTS: 


*Ambassador Seat Belts for all Seating Positions: 

a. Standard 3 front, 3 rear 

b. Two front Seat Belts retractable 

c. Two additional Seat Belts with optional 3-seat wagons 
*Two Front-Seat Shoulder Belts 
Two Rear-Seat Shoulder Belt Attaching Provisions 
Front-Seat Head Restraints (new built-in type for bucket seats). 
High-Strength Seat Anchorages 
Front Seat-Back Automatic Lock with Manual Release (2-Door models). 
New high-position manual release for all bucket seats. 
Rear Seat-Back Positive Lock with Manual Release (Wagons) 
Padded Front-Seat Backs (for rear passenger safety) 


+*Seat Belts & Shoulder Belts are standard for International distributors. 
They may, however, be deleted except on shipments to Puerto RLCO, 
Virgin Islands, Canal Zone, Guam and American Samoa, and corresponding 
credit allowed. See your Price List for particulars. 


CONTROLS & INSTRUMENTS: 


New Anti-Theft Ignition, Steering & Transmission Lock (with warning 
buzzer). 

Energy-Absorbing Steering Column (new, improved design for '70). 
Deep-Dish Energy-Absorbing Steering Wheel (new, 2-spoke design for '70). 
New Rim-Blow Steering Wheel (Optional). 

Safety-Styled & Padded Instrument Panel. 

Anti-Glare Finish for Instrument Panel, Steering Wheel, Inside 
Moldings, etc. 

Padded Sun Visors, Two 

Safety-Shaped Instrument Panel Control Knobs 

Low-Profile, Soft Window-Control Knobs 

Padded Armrests 

Uniform Shift-Quadrant for Automatic Transmission, plus Safety 
Starter Switch 

Lock Provision for Wagon Tailgate Window 

Break-Away Front Ash Tray with Ball-Bearing Slides 


LOCKS & DOORS: 


Pre-Set Impulse Door Locking System 

High-Strength Door Locks & Hinges 

Flush-Contoured Outside Door Handles 

Paddle-Type Inside Door Handles Shielded by Armrests 
New In-Instrument-Panel Glove-Box Lock/Latch Location 
New Console Glove-Box Lock (was magnet) 

Two-Key Locking System 
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Safe-Command 
Safety Features 





BODY CONSTRUCTION: 


All-Steel "Advanced Unit Construction" with front-end designed to 
limit steering column rearward movement in accidents. 
High-Strength, Laminated Safety Windshield. 

Tempered Safety Glass for Side & Rear Windows. 

Molded Fiberglass Ceiling. 

Padded Instrument Panel & Sun Visors. 

Dual-Action Safety Hood Latch 

Counterbalanced Hood & Trunk Lid. 


CHASSIS & RELATED ITEMS: 


Double-Safety Brake System (dual chamber master cylinder). 
Hydraulic Brake System Warning Light. 

Corrosion-Resistant Brake Lines & Fittings. 
Self-Adjusting Brake Linings. 

Step-On Parking Brake (warning light in opt. Light Group) 
(Std, ompimb. SST) 

Mechanical Stop Light Switch. 

Safety-Rim Wheels. 

Tread-Wear Indicators Molded Into Tire Tread. 

"Guard-Glo' Headlights with readily-adjustable aiming. 
Front Park/Turn Lights Stay On with Headlights. 
High-Strength Fuel Tank Mounting. 


GENERAL EQUIPMENT: 


Manual Lane-Changer Feature for Self-Cancelling Turn Signals. 

4-Way Hazard Warning Flashers. 

Side-of-Car Safety Marker Lights, Front & Rear (wrap-around taillights 
for Wagons). 

Inside Rear-View Mirror with Soft Frame & Twin-Ball-Joint Mount. New 
12" Day/Nite mirror replaces 9-1/2" as standard. 

Left-Side Rear-View Mirror (Remote-Control Mirror in Opt. Visibility 

& Convenience Groups). New streamlined head encases rectangular mirror 
for both types. Standard mirror is chrome. Remote-control for 
Ambassador has chrome base with head painted matching body color. 
Safety Type Sun Visor Vanity Mirror in Optional Visibility & Convenience 
Groups. 

Manual Windshield Washers (with new actuating feature as part of wiper 
control knob...replaces foot pump). Elec. Wipers with Elec. Washers, 
Opt. (also in Opt. Vis. Group). New Windshield Washer Solvent for 
Improved Cleaning Action. 

Variable-Speed Windshield Wipers (vacuum-powered) with Anti-Glare 
Finish. Electric Wipers with Elec. Washers, Optional (also in Opt. 
Visibility Group). 
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Safe-Command 
Safety Features 





GENERAL EQUIPMENT cont.: 


Windshield Defrosters (part of standard Weather-Eye Heating) 
Rear-Window Defogger Fan, Dealer-Installed Accessory (Except 

Wagons). 

New ''Cruise-Command" Automatic Speed-Control Option, Ambassador 

V-8 automatic transmission. 

New Low-Fuel-Warning Light in Optional Light Group (std. on Ambassador 
SST). 
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Series Features 
and Differentials 





Ambassador 
DPL Features 





Exterior: 


Bright lower window 
opening molding 








Bright drip-rail molding 












Bright windshield and rear window 
moldings 


DPL nameplate 





Ambassador 
nameplate 


on deck panel Ambassador nameplate 


Bright wheel opening 
moldings 


New bright sill panel molding 


New wheel discs 


Ambassador 
nameplate 
Interior: 
RE FRE RS PRAY I I 
meow aralavelions Instrument Panel 


Painted black 



















IT 4 
UAL AAA ZZ [TIL 





















Command-Air 
ventilation 


New custom steering wheel 
with wood-grain applique here 
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Series Features 
and Differentials 





Ambassador DPL 
EXTERIOR 


Ambassador nameplate on fenders, lower deck and grille panels 
Bright windshield and rear window reveal moldings 

New bright sill panel moldings 

Bright lower window opening moldings 

DPL Letters on “C" pillar 

Bright wheel openings 

Bright drip-rail molding 

New wheel discs 


INTERIOR 


New 304-2V, 210 H.P. V-8 engine standard 

All-Season air conditioning standard 

New custom steering wheel with wood-grain on center bar \ 
New wood-grain applique around instrumentation area 

Bright pedal moldings 

Front door light switches 

Cigarette lighter and glove box lock 

Unique door trim panels with wood-grain applique on armrests and 
DPL nameplate 

Unique seat trim patterns and materials 

100% nylon cut pile carpet 
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Series Features 
and Differentials 


Ambassador SST: 


Same as Ambassador DPL 
except as noted below 


SST nameplate 


Exterior: 






New deck lid molding 











































=, 
Front tender Aaa a Y Ss" 57 


Rear fender molding 
interior: 


Instrument Panel 
Clock 


Full wood-grain applique 





cl LIN 
TTT 











New area wood-grain applique 
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Series Features 
and Differentials 








Series Differentials 
Ambassador SST over Ambassador DPL 


EXTERIOR 


SST letters on "C'' pillar and rear deck panel 
New double full-length of body paint stripe 
New front and rear fender lower moldings 

New deck lid molding 


INTERIOR 


New 304-2V, 210 H.P. V-8 engine standard 

Full width of panel wood-grain applique 

New application of wood-graining over instrument panel switch area 
New standard Light Group consisting of glove box light, trunk or 
cargo light, ash tray light, parking brake warning light, light-on 
warning buzzer, and new low fuel warning light 

Individually adjustable front seats 

Unique door trim panels with wood-grain applique and SST nameplate 
Unique seat trim patterns and cloth materials 


All 
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Engine, Mechanical 
& Related Changes 





V-8 engines have higher horsepower and torque ratings as a 


result of larger displacement and/or detailed refinements for 
improved all-round performance and responsiveness. The scope 
of V-8 engine changes are as follows: 


304 


All 


CID-2B/210 HP replaces 290 CID-2B/200 HP (no 4-barrel version). 

14 cubic-inch displacement increase accomplished with longer- 
stroke cast crankshaft (same as 360). Bore/Stroke = 3.75" x 3.44". 
New exhaust-port size and shape for cylinder heads. 

New valve springs assure positive sealing action. 


CID-2 & 4B/245 & 290 HP replaces 343 CID-2 & 4B/235 & 280 HP 

17 cubic-inch displacement increase accomplished with longer-stroke 
cast crankshaft (same as 304). Bore/Stroke = 4.08" x 3.44". 

New exhaust-port size and shape for cylinder heads (same as 390). 
4-barrel 360 uses larger intake manifold (same as current (390). 
4-barrel 360 uses new, better quality, higher-flow 4-barrel 
carburetor. 

New valve springs assure positive sealing action. 


CID-4B/325 HP recplaces 390 CID-4B/315 HP 

New exhaust-port size and shape for cylinder heads (same as 360). 
New, better quality, higher+flow 4-barrel carburetor. 

New, higher-performance camshaft standard for 390. 

New, stronger design for 390 forged-steel connecting rods. 
Forged-steel crankshaft continues. Same Bore/Stroke = 4.165" 

x 3.574", 

New valve springs assure positive sealing action. 


Ambassadors have a new "'dual-diaphragm'" distributor. This more 


expensive ignition feature improves initial acceleration ('livelier" 
feel), and permits a retarded spark to idle to further aid exhaust 
emission. ‘ 


NEW "TWIN-BALL-JOINT" Front Suspension 


a. 
Ds 
C5 
d. 


e. 


BS 09 Fh 


Two ball-joints assure smoother, less-friction action (was one). 
Geometic "anti-dive" is built in to reduce ''nose-down" tendency 
under braking conditions. 

More stability in turns (race-track proven). 

Smoother ride with new location of spring and shock (permits 
"lower-rate'’ springs). 

Quieter ride with rubber bumper relocated from upper to lower 
control arm to isolate noise in full jounce condition. 

Reduced turning effort with manual steering. 

Knuckle-pin inclination angle increased for faster wheel return. 
Longer service life predicted. 

Easy to adjust (& stays adjusted). 
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Engine, Mechanical 
& Related Changes 
= 





NEW "ANTI-THEFT" Lockable Steering Column 


a. One key lock ignition, steering wheel & transmission lever. 
b. If ignition key is left in "off or lock'' positions when 
parking, and door is opened, a buzzer warns driver to 
remove key (mounted on right side of steering column 
just under the wheel). 
c. Transmission must be put in proper position for locking before 
key can be turned to "lock" position, and removed (as a further 
safeguard). Shift-Command transmission (column- or console shift) 
is locked as shift lever is put in "park"’. For manual transmission 
(column or floor shift), lock action occurs with lever put in reverse. 
d. With key removed, steering wheel is locked in any position. 
€. Safer for children in an unattended car, 


NEW Type of Energy-Absorbing Safety Steering Column 
a. Present ''bellows'' type jacket design replaced with new ball- 


bearing '"'sleeve'' type for controlled-collapsing action in the 
evert of an accident. 


b. Impact protection same as previous type but considered to be 
a more advanced mechanical method of accomplishing the same 
purpose. 


NEW ''VARIABLE-RATIO' Power Steering Option 
(Replaces '69 ''fixed-ratio" type) 


a Permits faster steering response in turns. 

b. Easier Parking. 

c. Requires fewer wheel turns without increasing steering effort. 

d. No change in straight-ahead road feel. 

e Manual steering (fixed-ratio) continues standard for all Ambassadors. 


NEW "'RIM-BLOW' feature for Sports Steering Wheel 


a. New wheel combines current wood-grain sports look with new 
"rim-blow'' feature. Horn blows by squeezing the steering- 
wheel rim any place (contacted on inner surface of rim). 

b. More convenient and reduces drivers reaction time. 

c. All other steering wheels are improved in appearance. New 
2-spoke design replaces 3-spokes. Dual horns standard. 


NEW SOUND INSULATION 
60% thicker under-carpet sound-deadner mat. 


a. 
b. Quieter ride by absorbing road/drive-train noises. 
c Improves heating and air conditioning efficiency. 
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Engine, Mechanical 
& Related Changes 
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+ NEW Plug-In Socket in Main Wiring Harness (running change). 


a. Junction connection for main wiring harness passing thru 
firewall. 

b. Uniform quality with less chance of damage to wires. 

c. Easier to service and more reliable. 


New Low-Fuel-Warning Light 


a. Included in "Light Group" option (Std. on Ambassador SST). 
b. Red light in fuel gauge warns driver (and stays on) when 
supply drops to about 2 gallons (minimum). 


New Control System for ''Cruise-Command" 


a. Automatic speed-control button relocated on the end of the turn- 
signal lever for greater convenience (was on panel). 

b. Continues optional on Ambassadors with V-8 and "Shift-Command" 
automatic transmission (colum or console). 

c. New system has added safe-guard on-off control (also on turn- 
signal lever) built-in fail-safe feature. 


New Manual Control for Windshield Washer 

Manual washers continue standard but with new actuating feature as 
part of wiper control knob (replaces foot pump). Electric washers 
and electric wipers continue in optional "Visibility Group". 
Improved Brakes all Ambassador Models: 


a. Brake diameter and drum types: 


Ambassador V-8 10'' diameter, flared/cross- 
ribbed drums 


Power Brakes are an extra cost option on all Ambassadors. 
Power Disc Brakes are an extra cost option on all Ambassadors. 









210 HP Typhoon V-8 
304 CID 





Standard 


eee eee 


Transmission 


Shift-Command;Column (std. ) 
Shift Command;Console* (opt.) 











Optional 





Cptional 





325 HP Typhoon V-8 
390 CID** 





Optional 


290 HP Typhoon V-8 Shift-Command;Column (opt. ) 
360 CID Shift-Command;Console* (opt.) 


Shift-Command;Column (opt.) 
Shift-Command;Console* (opt. ) 
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Engine, Transmission 
& Rear Axle Availability 


Rear Axles 
Standard 














245 HP Typhoon V-8 Shift-Command;Column (opt. ) oor sk ae hotL 
360 CID Shift-Command; Console* (opt.)| 2.87:1 Eee We ea 


















Available only on SST hardtop with bucket seats 
Dual exhaust standard (available optionally on 280 HP 343 CID engine) 
Available at no extra cost 


alent 
778 





Optional*** 





e 
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Retained 
Standard Features 





BODY: 


"Advanced Unit Construction'' combining body & frame into one 
structure. Exclusive one-piece uniside for wagons only. 

Outer front fenders are bolted on. 

"Deep-Dip" Rustproofing. | 

Entire lower body (except roof) dipped in rustproofing solution. 
"Lustre-Gard" Acrylic Enamel. Triple coats, baked-on finish. 
"Cushioned-Acoustical'' Molded Fiberglas Ceilings. 

Body Sound Insulation on Floors (new, extra-thick floor pads for 
all Ambassadors). 

Coil-Spring Seats for Ambassador (exclusive in class). (Optional 
bucket seats for Ambassador SST Hardtops). * 

Foam-Cushion Front-Seat Pads. 

Individually-Adjustable Reclining Seats standard on Ambassador SST 
models (Optional on DPL models). 

New High-Back-Contoured Bucket Seats (non-reclining for '70) 
(optional on Ambassador SST Hardtops). 

New, Longer Roof-Top Travel Rack for Wagons. 

"Dual-Swing'' Tailgate for Wagons. 

Hidden Compartment Storage for Wagons. 

"Weather-Eye"' Heating & Ventilating System. 

"A11-Season" Air Conditioning (Standard on Ambassador). 

Curved Side Windows. 

Extruded-Aluminum Door-Window Frames on Ambassador Sedans & Wagons. 
Ball-Bearing Ash Tray for Instrument Panel. 

Deep-Sectioned, Wrap-Around Bumpers, front & rear (rubber-faced 


guards opt.). 
MECHANICAL: 


New 'Twin-Ball-Joint" Front Suspension Design. 

4-Coil-Spring Suspension on Ambassador with 4-Link, Trailing-Arm Rear 
Suspension. . 

Suspended Operating Pedals. 

Step-On Parking Brake 

Self-Adjusting Brakes. 

Anti-Smog Exhaust Emission Systems 

Automatic Choke with Thermostatically-Controlled Carburetor Air Cleaner. 


ELECTRICAL: 


Electronic Alternator & Transistorized Voltage Regulator. 
"Clear-Power"' Battery with Translucent side case. 
"Guard-Glo' Headlights. 

Central Fuse Panel. 

New Plug-In Socket for Main Wiring Harness. 

Space-Age Printed Circuit for Instrument Panel. 
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Tire Availability 





SEDANS & STATION 

TIRE SIZES HARDTOPS 'JAGONS 

7.75 x 14, 4-ply rated 

4-ply polyester, Black STD NA 

7.75 x 14, 4-ply rated 

4-ply polyester, White OPT NA 

7.73 % 15, 4eply rated 

4-ply polyester, Black OPT NA 
+8.25 x 14, 4-ply rated 

4-ply polyester, Black OPT NA 
+8.25 x 14, 4-ply rated 

4-ply polyester, White OPT NA 
+H78 x 14, polyester 

(fiberglas-belted) Black NA STD «€ 
+H78 x 14, polyester 

(fiberglas-belted) White NA OPT 
+H78 x 14, polyester 

(fiberglas-belted-heavy duty) Black NA OPT 
+H78 x 14, polyester 

(fiberglas-belted-heavy duty) White NA OPT 


PAINT/VINYL ROOF 


Color -Two-Tone (Std. Appl. of A.M. Colors) 
-Sedans & Hardtops 
-Wagon (Painted Body Side - Panels & 
Accent Molding) 
Additional Charge for Deviation from Standard 
Ambassador Color Availability 
Vinyl-Covered Roof (Sedans & Hardtops) 
-Black 
-White 
-Blue 


TRIM/SEAT: (See Trim Charts) 
Bench Cushion -Fabric (N/A Wagon) 
-Vinyl (Std. w/Wagon) 
Individual Cushion-Fabric 
-Fabric 
-Vinyl - Except Wagon 
- Wagon 
-Vinyl - (Std. w/Wagon) 
-"Velour'' Fabric (Sedan) 
Bucket Seat -Fabric (Hardtop) 
-Vinyl (Hardtop) 


ENGINES : 


210 H.P. -304 CID, V-8, 2-Barrel 
Additional Charge Over Base 210 H.P. -304 CID 
245 H.P. -360 CID, V-8, 2-Barrel 

290 H.P. -360 CID, V-8, 4-Barrel 

325 H.P. -390 CID, V-8, 4-Barrel 


PERFORMANCE: 
Dual Exhaust System - For 360 CID, 4-Bbl. 


Engine (Std. on 390 CID) 
Twin-Grip Differential 


E = Extra Cost 
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1970 
Ambassador 


Factory 
Installed Options 





Code DPL SST 


E E 

E NA 
- E E 
BK E E 
WH E E 
BU E E 
A STD NA 
B E NA 
C E NA 
M NA STD 
D E NA 

E NA 
N NA E 
V NA E 
E NA E 
F NA E 


210 STD STD 
, V-8, 2-Barrel For: 


245 E E 
290 E E 
g25 E E 
DE 

E E 
TGD E E 


STD - Standard 


NA - Not Available D - Delete Option 
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TRANSMISSIONS : 


Shift-Command, Automatic Column Shift 
w/Oil Cooler 
=-304 CID 
-360 CID 
-390 CID 
Shift-Command, Automatic Floor Shift & Console 
(Hardtop) w/Oil Cooler 
-304 CID 
-360 CID 
-390 CID 


POWER: 


Power Steering (Recommended w/Air Conditioning) 


Power Brakes 

Power Disc Brakes, Front 

Power Lift Window, Tailgate - Wagon (Std. on 
3-Seat Wagon) 

Power Lift Windows, Side 

Power Lift Windows, Side & Tailgate 


AUDIO: 


AM Push-Button Radio 

AM/FM Push-Button Radio 

Rear Speaker -w/Radio only (Sedans & Hardtops) 
8-Track Stereo Tape Player & 2-Rear Speakers 
(Sedans & Hardtops) 


CONVENTENCE: 


Command-Air Ventilation System (Mandatory if 

Air Conditioning is deleted) 

Tinted Glass- All Windows (Recommended w/A/C) 
-Windshield 

Third Seat, Wagon - Power Lift Rear Window & 

2-Seat Belts 

Cruise-Command Automatic Speed Control 

System (Available w/V-8 & Auto. Trans.) 

Adjust-O-Tilt Steering (Available w/Auto. 

Trans., Column or Floor Mounted) 

Visibility Group - Includes Convenience Group, 

Electric Windshield Wipers & Elec. Washers 
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1970 





Factory 
Installed Options 
Code DPL SST 
A STD STD 
E E 
E E 
C NA E 
NA E 
NA E 
PS E E 
PB E E 
DB E E 
PW1 
E E 
Pwd E E 
PW5 E E 
RP E E 
RFM E E 
RS E E 
STP E E 
CA E E 
SG E E 
SW E E 
TS E E 
ASC E E 
ASW E E 
VG E E 


é 
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1970 
Ambassador 


Factory 
Installed Options 





Code DPL SST 


CONVENIENCE cont.: 


Electric Windshield Wipers & Elec. Washers EWW E E 
Light Group - Trunk or Cargo Light, Glove Box 

Light, Ash Tray Light, Parking Brake Warning 

Light, Lights-On-Warning Buzzer, Low-Fuel 

Warning Light & Rear Door Switches on DPL 

models E STD 


Convenience Group -Remote Control Left 
Outside Mirror (Painted Body Color), Visor 
Vanity Mirror & Clock (Electric) Std. on SST CG E NA 


PROTECTION ITEMS: 


Bumper Guards - Front & Rear (Sedans & BG 
Hardtops) E E 

- Front (Wagon) E E 
Undercoating UN NA E 
Insulation Group - Undercoating & Hood UN 
Insulation E NA 
APPEARANCE : 
. . i E E 
Sports Steering Wheel -w/Horn-Rim Blow SSW 
Wheel Discs (4) WD STD STD 
Turbo Cast Wheel Covers (4) oe . : 
Wire Wheel Covers (4) WC E E 
HEAVY DUTY: 
Heavy-Duty Engine Cooling System - H.D. 
Radiator, Power-Flex Fan & Fan Shroud (Std. 
w/Air Conditioning) HDC E E 
Heavy-Duty 70-Amp. Battery HB E E 
Handling Package - H.D. Springs & Shock 
Absorbers HP E E 
Engine Block Heater BH E E 
MISCELLANEOUS : 


Fuel Tank Vapor Emission Control System 
(Required by State of California) FVE E E 
Seat Belt & Shoulder Belt Deletion all 
Seating Positions plus 2 Frt. Outboard 
Shoulder Belts Los D 

+ Shoulder Belt Deletion - 2 Frt. Outboard SBF D D 
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1970 


“Bavaria” Fabric 





A (Std. Wagon) 


entilair’’ Vinyl 








AMBASSADOR DPL 


SEAT, TRIM & COLOR AVAILABILITY 











Models Seat Types Available 
Bench Cushion, Non-Reclining Full Back (Standard) 











4-Door 
7085-5 = 
Sedan Individual Cushions, Individual Reclining Backs (Optional) 


Bench Cushion, Non-Reclining Full Back (Standard) 










7088-5 Wooo 





Wagon Individual Cushions, Individual Reclining Backs (Optional) 










2-Door Bench Cushion, Non-Reclining Split Back (Standard) 





7089-5 Hardtop 





‘Individual Cushions, Individual Reclining Backs (Optional) 












































3 
Exterior Colors 38 
14 Standard Colors 33 
=a 
Classic Black 
Frost White 
Matador Red - 
Hialeah Yellow 





Bittersweet Orange, Metallic 





Bayshore Blue, Metallic (Medium) 





Commodore Blue, Metallic (Dark) 





Sea Foam Aqua, Metallic (Medium) 





Mosport Green, Metallic (Medium) 





Glen Green, Metallic (Dark) 





Golden Lime, Metallic 





Tijuana Tan, Metallic 








Moroccan Brown, Metallic 





Sonic Silver, Metallic 


31 Two-Tones (Optional) 
Classic Black /Frost White 





Frost White/Classic Black 





Matador Red/Classic Black 





Matador Red/Frost White 





Hialeah Yellow/Classic Black 





Hialeah Yellow/Frost White 





Hialeah Yellow/Golden Lime, Metallic 





Bittersweet Orange, Metallic/Classic Black 





Bittersweet Orange, Metallic/Frost White 





Bayshore Blue, Metallic/Classic Black 





Bayshore Blue, Metallic/Frost White 





Bayshore Blue, Metallic/Commodore Blue, Metallic 





Commodore Blue, Metallic/Frost White 





Commodore Blue, Metallic/Bayshore Blue, Metallic 





Sea Foam Aqua, Metallic/Classic Black 





Sea Foam Aqua, Metallic/Frost White 





Mosport Green, Metallic/Classic Black 





Mosport Green, Metallic/Frost White 








4 
|@|@|@ 








Mosport Green, Metallic /Glen Green, Metallic 86-87 
Glen Green, Metallic/Frost White 87-72 
87-86 


Glen Green, Metallic/Mosport Green, Metallic 























Tijuana Tan, Metallic/Classic Black 


87 

87 

86 
Golden Lime, Metallic/Classic Black 90-1 | 90 
Golden Lime, Metallic/Frost White 90 
Golden Lime, Metallic/Hialeah Yellow 

94 





Tijuana Tan, Metallic/Frost White 





Tijuana Tan, Metallic/Moroccan Brown, Metallic 





Moroccan Brown, Metallic/Frost White 





Moroccan Brown, Metallic/Tijuana Tan, Metallic 





Sonic Silver, Metallic/Classic Black 











Sonic Silver, Metallic/Frost White 


A Blue vinyl roof is optional only with exterior colors marked & (sedan and hardtop). 
Black or White vinyl roof is optional with all exterior colors (sedans and hardtop). 
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1970 Trim 


AMBASSADOR SST Trim 


SEAT, TRIM & COLOR AVAILABILITY Colors 


Models Seat Types Available “T” Codes 


4-Door Individual Cushions, Individual Reclining Backs (Standard) 
Sedan 


4-Door Individual Cushions, Individual Reclining Backs (Standard) 
Wagon 


Individual Cushions, Individual Reclining Backs (Standard) 
2-Door ga Pee 


Hardtop Bucket Seats, Non-Reclining High Backs (Optional) 





83 
Exterior Colors ae 
14 Standard Colors gs 
Classic Black 'Srives- 
Frost White — 





Matador Red 





Hialeah Yellow 


Bittersweet Orange, Metallic 


Bayshore Blue, Metallic (Medium) 





Commodore Blue, Metallic (Dark) 





Sea Foam Aqua, Metallic (Medium) 
Mosport Green, Metallic (Medium) 
Glen Green, Metallic (Dark) 

Golden Lime, Metallic 


Tijuana Tan, Metallic 





Moroccan Brown, Metallic 

Sonic Silver, Metallic 

31 Two-Tones (Optional) 
Classic Black Frost White 

Frost ‘White. Classic Black 

Matador yr Red Classic Black 

Matador ‘Red Frost White 


Hialeah Yellow Classic Black 





Hialeah Yellow Frost White 





Hialeah Yellow Golden Lime, Metallic 





Bittersweet Orange, Metallic Classic Black 





Bittersweet Orange, Metallic Frost White 


Bayshore Blue, Metallic Classic Black 








Bayshore Blue, Metallic Frost White 


Bayshore Blue, Metallic Commodore Blue, Metallic 








Commodore Blue, Metallic Frost White 





Commodore Blue, Metallic Bayshore Blue, “Metallic 





Sea Foam Aqua, Metallic Classic Black 





Sea Foam Aqua, Metallic Frost White 


Mosport Green, Metallic Classic Black 








Mosport Green, Metallic Frost White 








Mosport Green, Metallic Glen Green, Metallic 


Standard 
“Harem” 
Fabric 


Opt. (Std. Wag. & Opt. Sedan 
Bucket) “Velour” 
“Ventilair’’ Vinyl Fabric 


+ 


eeeeeeer>p 


+ 
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+ 


|e eee 








Glen Green, Metallic Frost White 





Glen Green, Metallic Mosport Green, Metallic 


+ 





+ 





Golden Lime, Metallic Classic Black 


+ 
= 


+ 





Golden Lime, Metallic Frost White 





Golden Lime, Metallic Hialeah Yellow 








Tiyuana | Tan, Metallic Classic Black 





Tijuana Tan, Metallic Frost White 








Tijuana Tan, Metallic Moroccan Brown, Metallic 


Moroccan Brown, Metallic Frost White 








Moroccan Brown, Metallic Tijuana Tan, Metallic 











Sonic Silver, “Metallic Classic Black 











Sonic Silver, Metallic Frost White 


Optional two-tone is for sedan and hardtop only. 
Simulated wood-grain side and rear paneling is standard on wagon. 
Standard paint stripe is for sedan and hardtop only. 


A Blue vinyl root is optional only with exterior colors marked & (sedan and hardtop). 


Black or White vinyl roof 1s optional with all exterior colors (sedan and hardtop). 
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1970 
Ambassador. 


Special 
Export Options 


+Revised October 15, 1°63 


In addition to the Standard and Optional Equipment mentioned in 
the preceding pages, the following is a listing of options avail- 
able especially for the International market: 


Trepical Batteries in 50 or 60 Amp. Hr. capacities, 
*Amber Headlamps (right dipping - amber lens) less "Cuard-Clo" feature. 
*Export Headlamps (left dipping - clear lens) less "Guard-flo" feature. 
Front & Rear Rubber Mats on models equipped with carpet. 
Electric Clock (separate from Convenience Group). 
Touch Up Paint 
Locking Gas Cap 
*Kilometric Speedometer 
*Clear Lens for Front Parking & Turn Signal 
fool FLt 


+*Not Available in U.S. Territories, Puerto Rico, Virgin Islands, Canal 
Zone, Guam or American Samoa. 
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1970 
Ambassador 


Right Hand Drive 
Availability 





The Right Hand Drive Steering option will be available on all DPL 
and SST Ambassadors as follows: 


AMBASSADOR DPL Series 


4-Door Sedan 7085-5 
4-Door Station Wagon 7088-5 
2-Door Hardtop 7089-5 
AMBASSADOR SST Series 

4-Door Sedan 7085-7 
4-Door Station Wagon 7088-7 
2-Door Hardtop 7089-7 


All RHD Ambassadors will have the Weather-Eye Heater as Standard 
Equipment. 

The following are mandatory extra cost features on RHD Ambassadors 
and should be included as part of order: 


Electric Windshield Wipers & Washers 

290 HP, 360 CID 4V Engine 

Right Hand Outside Rear View Mirror (Left Hand Standard) 
Power Steering 

Export Headlamps (Left dipping clear) 


The following equipment is not available: 


Energy Absorbing Steering Column 
Sports Steering Wheel 

232, 304 and 390 CID Engines 
Manual Transmission 

Visibility Group 

4-Way Hazard Warning Signal 
Lane Changer Type Turn Signals 
All Season Air Conditioning - 
Adjust-0-Tilt Steering Wheel 
Radio 

Duo-Coustic Rear Speaker 
Cruise Command 

20 to 1 Steering Gear Ratio 
Lights-On Warning Buzzer # 
Manual Steering 

Command Air Ventilation System 
"Guard-Glo" Headlamps 

Ignition Key Warning System 
Low-Fuel Warning Light 


#This item is part of the Light Group on LHD. 
The Light Group on RHD models consists of a Trunk or Cargo Light, 
two Courtesy Lights, Rear Door Light Switches for DPL models, 
Parking Brake Warning Light and Ash Tray Light. The Light Group 
is Standard on Ambassador SST models. 
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1970 Javelin 


Product Highlights 


The Javelin sports hardtop for 1970 retains the same basic body 
configuration as in 1969, but is slightly longer. Overall length 
has been increased 1.82 inches to 191.04 inches. 


From the front, the Javelin has a new look with a full-width 
twin-venturi grille encompassing the headlights. Semi-rectangular 
parking turn-signal lights are located in the new deep-sectioned 
bumper. 


The hood also is new and features two simulated air scoops. 
With the new optional performance package, the AMX power-blister 
hood is used to facilitate the functional ram-air induction system. 


Javelin again will be offered in two models, base and SST. New 
standard equipment additions for the base Javelin include vinyl trim 
in five colors, and brushed aluminum trim on door armrests. In 
addition to this base-model equipment, the Javelin SST equipment 
additions include wheel opening accent stripes, center cushion and 
folding armrest, door pull handles, wood-grain trim on instrument 
panel and arm rests as standard, and nylon corduroy seat trim 
option in five colors, plus genuine leather option in three colors. 


All Javelin models for 1970 will feature the new Chemcor safety 
windshield as an industry exclusive. 


The windshield has a chemically-treated inner pane which granulates 
into minute, blunt-edged particles upon impact, reducing the possi- 
bility of facial lacerations. 


In low-to-medium speed accidents, the inner pane stretches upon 
impact to provide a cushioning effect. 


Another advantage of the new windshield is faster windshield 
defrosting. It is approximately 30 per cent thinner than the con- 
ventional windshield and defrosts about 30 per cent faster. 


A detailed description of the new Javelin for 1970 follows: 
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1970 Javelin 


Exterior 
Styling Features 


New Landau type optional vinyl roof 









New optional rally stripes 














New Chemcor safety windshield 








New hood ‘‘power blister’’ optional 
with ‘‘Go"’ package 

























































racing-style wheels 
with E60 x 15 tires 








New bumper located 
turn/directional signals 


New increased overall length New twin venturi grille encompasses 


headlights 


—— | 
























3 








New back-up light location 
New marker lights 


New five sectioned taillight lens 
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New 
New 


New 


New 
New 


New 
New 
New 
New 
New 
New 


New 
New 


1970 Javelin 


Exterior 
Styling Features 


increased overall length in front (increased 1.82" to OAL 191.04"). 
twin-venturi, full-width grille encompasses headlights (molded 
plastic construction). 

deep-sectioned front bumper with upper edge revised for wide-span, 
integral grille appearance. 

semi-rectangular bumper-located parking/turn-signal lights. 
longer hood with two simulated air scoops stamped in hood (with 
added trim on base and high line SST models). 

"Go" Package Option uses AMX ''power-blister" hood, but with 
functional ram-air induction system (to the carburetor). 

front fender end caps to accept new front bumper. 

full-span five section taillight lens with center section for 
back-up light. (bulb socket relocated in trunk eliminates 

being bumped loose by luggage). 

rear fender end caps to accept the new taillights. 

wheel discs simulating a mag-wheel appearance (standard on high- 
line, optional on base). 

hub caps for base-line Javelin 

rally stripes optional. 

"Jandau'' style optional vinyl-covered roof. 

14" x 6" mag-styled wheels continue optional. 


*Cancelled 15'' X 7"' race-styled wheels & E60 X 15 tires. 


Clock 


Lights 
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1970 Javelin 


Interior Styling Features € 
See ee ee Se eee 


Gauges & optional! New full-width padded eyebrow 
tachometer 





A/C outlets 










New full-width panel 





Speedometer Javelin bullseye 


























Wipers 


Heater & A/C 
controls 


New 
New 
New 


New 
New 


New 



































New grab handle location 





New high level glove box & key location 


Radio 





Cigarette lighter 


Ash receiver 


full-span instrument panel with round recessed instruments. 
full-width "eyebrow" crash padding around top of panel. 
high-level glove box with new in-panel key location (added 
safety and convenience). 

headlight and wiper controls located cluster high (left side). 
genuine leather seat trim option (Black, Red and Tan) for 
high-line Javelin. 

upholstery materials, colors and design applications throughout 
the interior. 
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=. 


Wheelbase 

Length 

Width 

Height 

Front Overhang 

Rear Overhang 

Front Tread, Six-Cylinder 
Front Tread, V-8 

Rear Tread, Six-Cylinder 
Rear Tread, V-8 

Turning Cirele, Feet 
Head Room, Front 

Head Room, Rear 

Leg Room, Front 

Leg Room, Rear 

Hip Room, Front 

Hip Room, Rear 

Shoulder Room, Front 


Shoulder Room, Rear 


Usable Luggage Capacity, Cu. Ft. 


With Optional Space Saver Spare 
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1970 Javelin 


Dimensional 
Comparison 


1970 vs. (1969) 


2-Door Hardtop 
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1970 Javelin 


Safe-Command 
Safety Features 





SEATING & SEAT BELTS: 


*Javelin Seat Belts for all Seating Positions: 

a. Std 2 Front, 2 Rear. 

b. 2 Front Seat Belts Retractable 

*Two Front Seat Shoulder Belts. 

Two Rear-Seat Shoulder Belt Attaching Provisions. 

New built-in type Front-Seat Head Restraints with Javelin bucket seats. 
High-Strength Seat Anchorages. 

Front Seat-Back Automatic Lock with Manual Release (2-Door Models). 
New high-position manual release for all bucket seats. 


*Seat Belts & Shoulder Belts are Standard for International distributors. 
They may, however, be deleted except on shipments to Puerto Rico, 
Virgin Islands, Canal Zone, Guam and American Samoa, and corresponding 
credit allowed. See your Price List for particulars. 
CONTROLS & INSTRUMENTS: 


New Anti-Theft Ignition, Steering & Transmission Lock (with warning 
buzzer). 

Energy-Absorbing Steering Column (new, improved design for '70). 
Deep-Dish Energy-Absorbing Steering Wheel Javelin base (new, 2-spoke 
design for '70), 

New Rim-Blow Steering Wheel on Javelin SST. 

Safety-Styled & Padded Instrument Panel. 

Anti-Glare Finish for Instrument Panel, Steering Wheel, Inside Moldings, 
etc, 

Padded Sun Visors, Two. 

Safety-Shaped Instrument Panel Control Knobs. 

Low-Profile, Soft Window-Control Knobs. 

Padded Armrests. 

Uniform Shift-Quadrant for Automatic Transmission, plus Safety 
Starter Switch. 

Break-Away Front Ash Tray with Ball-Bearing Slides. 


LOCKS & DOORS: 


Pre-Set Impulse Door Locking System. 

High-Strength Door Locks & Hinges. 

Flush-Contoured Outside Door Handles. 

Paddle-Type Inside Door Handles Shielded by Armrests. 
New In-Instrument-Panel Glove-Box Lock/Latch Location. 
New Console Glove-Box Lock (was magnet). 

Two-Key Locking System. 


BODY CONSTRUCTION: 


All-Steel "Advanced Unit Construction" with front-end designed to 
limit steering column rearward movement in accidents. 
High-Strength, Laminated Safety Windshield. 

New, Exclusive ''Chemcor" Type for even greater safety in Javelin. 
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1970 Javelin 


Safe-Command 
Safety Features 


BODY CONSTRUCTION cont.: 


Tempered Safety Glass for Side & Rear Windows. 
Molded Fiberglass Ceiling. 

Padded Instrument Panel & Sun Visors. 

Padded Front Pillars & Side Headers. 
Dual-Action Safety Hood Latch. 

Counterbalanced Hood & Trunk Lid. 


CHASSIS & RELATED ITEMS: 


Double-Safety Brake System (dual chamber master cylinder). 
Hydraulic Brake System Warning Light. 

Corrosion-Resistant Brake Lines & Fittings. 

Self-Adjusting Brake Linings. 

Step-On Parking Brake (warning Light in Opt. Light Group). 
Mechanical Stop Light Switch. 

Safety-Rim Wheels. 

Tread-Wear Indicators Molded Into Tire Tread. 

"Guard-Glo" Headlights with readily-adjustable aiming. 
Front Park/Turn Lights Stay On with Headlights. 
High-Strength Fuel Tank Mounting. 


GENERAL EQUIPMENT: 


Manual Lane-Changer Feature for Self-Cancelling Turn Signals. 
4-Way Hazard Warning Flashers. 

Side-of-Car Safety Marker Lights, Front & Rear. 

Automatic Back-Up Lights. 

Inside Rear-View Mirror with Soft Frame & Twin-Ball-Joint Mount. 
New 12" Day/Nite mirror replaces 9-1/2" as standard. 

Left-Side Rear-View Mirror (Remote-Control Mirror in Opt. Visibility 
& Convenience Groups). New streamlined head encases rectangular 
mirror for both types. Standard mirror is chrome. Remote-control 
for Javelin has chrome base with head painted matching body color. 
Safety Type Sun Visor Vanity Mirror in Optional Visibility & 
Convenience Groups. 

Manual Windshield Washers (with new actuating feature as part of 
wiper control knob...replaces foot pump). Elec. Wipers with Elec. 
Washers, Opt. (also in Opt. Vis. Group). New Windshield Washer 
Solvent for Improved Cleaning Action. 

Variable-Speed Windshield Wipers (vacuum-powered) with Anti-Glare 
Finish. Electric Wipers with Electric Washers, Optional (also in 
Opt. Visibility Group). 

Windshield Defrosters (part of standard Weather-Eye Heating). 
Rear-Window Defogger Fan, Dealer-Installed Accessory. 

New Low-Fuel-Warning Light in Optional Light Group, 
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1970 Javelin 


Series Features 
and Differentials 





Javelin (Basic) Features 


Bright trim around rear window 
& windshield 





Javelin nameplate & bulls-eye 
on deck lid 








Exterior: 


New two hood trim ornaments 


Javelin nameplate 
on hood 

















New double pin stripe 


Interior: 
1 5e Same  Sa ae R 


New full-width instrument panel Instrument Panel 
painted silver finish 
































New custom steering wheel 
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1970 Javelin 


Series Features 
and Differentials 


Javelin (basic) features 


EXTERIOR 


Javelin nameplate on hood, '"'C" pillar and rear deck lid 
Javelin bull's-eye emblem on "'C'"' pillar and rear deck lid 
Twin-line painted pin stripe 

Bright hub caps 

Bright trim around windshield and rear window 

New bright hood trim ornaments simulating louvers 


INTERIOR 


232 cubic inch, 1-V, 145 H.P. engine standard 
+Heavy duty 10" clutch, basic export option 
+3 speed fully synchromesh floor shift transmission, standard 
New full-width instrument panel with painted silver finish 
New Javelin nameplate and bull's-eye styling on instrument panel 
New custom steering wheel 
New high-back bucket seats 
100% nylon cut pile carpeting 
*Unique door trim panels 
Unique seat pattern and selection of 5 colors (was 2) 
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1970 Javelin 


Series Features 
and Differentials 


Javelin SST: 


Same as Javelin basic 
Bright drip rail molding except as noted below 








Bright lower opening molding 


SST nameplate 








xterior: 





















































Bright lower sill molding 






Twin paint stripes around wheel / 
openings 


Interior: 





Instrument Panel 





























New full-width instrument panel 
with wood-grain applique 








New sports steering wheel 
with rim blowing feature 
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1970 Javelin 


Series Features 
and Differentials 





Series Differentials 
Javelin SST 


EXTERIOR 

Bright drip-rail moldings 

Bright lower window opening moldings 

SST nameplate on lower rear quarter panel 
Bright lower sill panel moldings 

Twin paint stripes around wheel openings 
New mag-styled wheel discs 


INTERIOR 


New full-width instrument panel with wood-grain applique 

New door trim panels with wood-grain applique on armrest 

New pull-handles on door trim panels 

New seat pattern and fabric design. Fabric is now optional 

at extra cost. 

Bright pedal trim 

Center armrest and center cushion standard when console not ordered 
Sports steering wheel with horn blowing rim around entire wheel 
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1970 Javelin 


Engine, Mechanical 
& Related Changes 





All V-8 engines have higher horsepower and torque ratings as a 
result of larger displacement and/or detailed refinements for 
improved all-round performance and responsiveness. The scope 
of V-8 engine changes are as follows: 


304 CID-2B/210 HP replaces 290 CID-2B/200 HP (no 4-barrel version). 

a. 14 cubic inch displacement increase accomplished with longer- 
stroke cast crankshaft (same as 360). Bore/Stroke = 3.75" x 
3.44". 

b. New exhaust-port size and shape for cylinder heads. 

c. New valve springs assure positive sealing action. 


360 CID-2 & 4B/245 & 290 HP replaces 343 CID-2 & 4B/235 & 280 HP 

a. 17 cubic-inch displacement increase accomplished with longer- 
stroke cast crankshaft (same as 304). Bore/Stroke = 4.08" x 
348" 

b. New exhaust-port size and shape for cylinder heads (same as 390). 

c. 4-barrel 360 uses larger intake manifold (same as current 390). 

d. 4-barrel 360 uses new, better quality, higher-flow 4-barrel 
carburetor. 

e. New valve springs assure positive sealing action. 


390 CID-4B/325 HP replaces 390 CID-4B/315 HP 

a New exhaust-port size and shape for cylinder heads (same as 360). 

b. New, better quality, higher-flow 4-barrel carburetor. 

c. New, higher-performance camshaft standard for 390. 

d New, stronger design for 390 forged-steel connecting rods. 

e Forged-steel crankshaft continues. Same Bore/Stroke = 4.165" x 
aoa", 

f. New valve springs assure positive sealing action. 


All 6-cylinder engines have the same horsepower and torque ratings, 
but with improved carburetors. The 232-1B engine uses a new Carter 
YF carburetor (replacing Carter RBS and Holley 1931). The new YF 
model is of better quality for more uniform or consistent performance. 
The 232-2B engine continues with the Carter WCD 2-barrel carburetor. 


All V-8's and 6's have a new "'dual-diaphragm" distributor. This more 
expensive ignition feature improves initial acceleration ('"livelier" 
feel), and permits a retarded spark to idle to further aid exhaust 
emission. 


NEW FUNCTIONAL ''RAM-AIR" Hood Scoop for Javelin ''GO' Package 


Optional 'GO" packages with 360-4B & 390-4B V-8's have a significant 

new feature...a functional hood scoop for power gains with high- 
performance appearance. The new AMX "power-blister" hood (non- 
functional in standard form) is used with twin air openings on 
package-equipped Javelins. At nearly full throttle, a vacuum, actuated 
solenoid opens a by-pass valve to permit outside cold-ram-air entry 

to the carburetor air cleaner. Cold air provides a denser air "charge" 


for power gains than under-hood hot air. 
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*Revised July 25, 1969 1970 Javelin 


) +Revised Cctober 15, 1969 


Engine, Mechanical 
& Related Changes 





JAVELIN ''GO'' Package 


360- 


4B or 390 V-8 


"Ram-Air'' Hood Scoop 
(replaces simulated scoops) 
Dual Exhaust System 
Power Disc Brakes (front) 
+E70x14 Polyglas Red-Line Tires (See Note on Tire Page 19) 
6'' Rim-Width Regular Wheels 
Handling Package 


4-SPEED TRANSMISSION (All-Synchromesh, Close-Ratio) 


The 


short-throw, quick-action Hurst shifting linkage became 


standard in late Dec. '68 (running change), and continues 


for 


the '70 Javelin V-8's. The name "Hurst", recognized by 


performance-minded enthusiasts, appears on the shift lever. 


The rugged T-10 Warner Gear 4-speed ''box'’ continues optional 

in Javelin V-8's (360-4B & 390-4B). 

NEW TYPE of SAFETY WINDSHIELD for All Javelins 

a. New exclusive AM safety feature for 1970 giving greater 
all-round safety for driver and passengers. Developed 
for AM by Corning Glass Works. 

b. New laminated glass with "'Chemcor (TM)'' thin inner pane 
is 2/3 as thick and 30% lighter than ‘69 type. 

c. Test results confirm the following benefits: 

1. Virtual elimination of disfiguring lacerations, even in high 
speed, turnpike accidents. When the glass breaks, it ''dices"' 
into minute, blunt-edged granules that will not cut. 

2. The inner pane will not break (it flexes) in most low-to-medium 
speed "around town'' accidents. Passengers may receive a bump 
on the head. That's all. 

3. The efficiency of the proven high-penetration-resistance plastic 
interlayer is increased to more effectively keep passengers inside 
the automobile in instances of high speed crashes. 

4, Windshield defrosting is accomplished in about 30 percent less time 
for safer winter driving since the glass is 2/3 as thick as 
conventional, and thus conducts heat quicker. 

NEW ''TWIN-BALL-JOINT'' Front Suspension 

a. “Two ball-joints assure smoother, less-friction action (was one). 

} b. Geometic "anti-dive' is built in to reduce "nose-down" tendency 
under braking conditions. 

c. More stability in turns (race-track proven). 


NEW 
a 


e. 


H+ 09 Fh 


NEW 


a 


NEW 
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1970 Javelin 


Engine, Mechanical 





& Related Changes 


"TWIN-BALL-JOINT"’ Front Suspension cont. 


Smoother ride with new location of spring and shock (permits 
"lower-rate' springs). 

Quieter ride with rubber bumper relocated from upper to lower 
control arm to isolate noise in full jounce condition. 

Reduced turning effort with manual steering. 

Knuckle-pin inclination angle increased for faster wheel return. 
Longer service life predicted. 

Easy to adjust (& stays adjusted). 


"ANTI-THEFT'' Lockable Steering Column 


One key lock ignition, steering wheel & transmission lever. 

If ignition key is left in "off or lock" positions when 

parking, and door is opened, a buzzer warns driver to 

remove key (mounted on right side of steering column 

just under the wheel). 

Transmission must be put in proper position for locking before 
key can be turned to "lock" position, and removed (as a further 
safeguard). Shift-Command transmission (column-or console shift) 
is locked as shift lever is put in "park''. For Manual transmissions 
(column or floor shift), lock action occurs with lever put in 
reverse, 

With key removed, steering wheel is locked in any position. 

Safer for children in an unattended car. 


TYPE of ENERGY-ABSORBING Safety Steering Column 


Present ''bellows'' type jacket design replaced with new ball- 
bearing "sleeve'' type for controlled-collapsing action in the 
event of an accident. 

Impact protection same as previous type but considered to be 
a more advanced mechanical method of accomplishing the same 
purpose. 


"VARIABLE-RATIO' Power Steering Option 


(Replaces '69 "fixed-ratio" type) 


oAndnTD 


Permits faster steering response in turns. 

Easier parking. 

Requires fewer wheel turns without increasing steering effort. 
No change in straight-ahead road feel. 

Manual steering (fixed-ratio) continues standard. "Quick-Ratio" 
manual steering continues optional for Javelin and recommended 
only for special performance/racing conditions due to increased 
manual effort. 


= 
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1970 Javelin 


Engine, Mechanical 
& Related Changes 





NEW ''78-ASPECT-RATIO, Fiberglass-Belted" Tires Optional on Javelin 


*a. New optional fiberglass tire the F70X14 Polyglas is available 
on the Javelin together with 14" x 6" racing style wheels. 
The F70X14 tire has raised white lettering on the sidewall. 
b. E/0x14 Polyglas red-line tires continue as optional on the 
Javelin and will be included as part of the "Go'' package. 


NEW "RIM-BLOW'' feature for Sports Steering Wheel 


a. New wheel combines current wood-grain sports look with new 
"rim-blow'' feature. Horn blows by squeezing the steering- 
wheel rin any place (contact on inner surface of rim). 

b. More convenient and reduces drivers reaction time. 

c. Standard on high-line Javelin. New 2-spoke design replaces 
3-spokes. 


+ NEW PLUG-IN SOCKET in Main Wiring Harness (running change) 

a. Junction connection for main wiring harness passing thru 
firewall. 

b. Uniform quality with less chance of damage to wires. 

c. Easier to service and more relaible. 


NEW LOW-FUEL-WARNING LIGHT 


a. Included in "Light Group" option. 
b. Red light in fuel gauge warns driver (and stays on) when supply 
drops to about 2 gallons (minimum). 


NEW MANUAL Control for Windshield Washer 


Manual washers continue standard but with new actuating feature as 
part of wiper control knob (replaces foot pump). Electric washers 
and electric wipers continue in optional "Visibility Group". 


JAVELIN Brake Availability: 

a. Improved drum brakes for Javelin -6 with reinforced anchor pins, 
heavier web-sectioned shoes and an added shoe-guide plate for 
greater durability and longer service life. 

b. Brake diameter and drum types: 


Javelin-6 9" diameter, plain drums (std.) 
9'' diameter, cross-ribbed drums (opt.) 


Javelin V-8 10'' diameter, flared drums 


+Revised October 15, 1969 ie 


1970 Javelin 


Engine, Mechanical 
& Related Changes 
a 


Power Brakes are an extra-cost option on all Javelins. 

Power Disc Brakes (front) are an extra-cost option on all Javelin 
6 and 8 cylinder models. This option features 10" flared-drum 
rear brakes with a proportioning valve in the hydraulic circuit. 
6 cylinder models equipped with disc brakes also feature a V-8 
rear axle. 


HEAVY DUTY CLUTCH & AUTOMATIC TRANSMISSION: 


ta. New - all 6 cylinder Javelins equipped with Standard 3-speed 
Transmission will have a heavy duty 10" clutch as a basic Export 


option. 
+b. New - all 6 cylinder Javelins equipped with Automatic Transmission 
will have the heavy duty oil cooler feature as a basic Export 
option. 
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1970 Javelin 


) Engine, Transmission 
& Rear Axle 
Availability 


Transmission Rear | Axle 


145 HP Torque-Command |+3-Speed Manual;Floor (std. ) 
2Zo2 CID Six 


Shift-Command Automatic; 
Standard Column (opt. ) 


155 HP Torque-Command +3-Speed Manual;Floor (std.) 
232 CID Six 


Optional Shift-Commard Automatic; 
Column (opt. ) 


210 HP Typhoon V-8 +3-Speed Manual;Floor (std. ) 
304 CID 
‘ Shift-Command Automatic: 
Column (opt. ) 
) Optional " | Shift-Command Automatic; 
Console (opt.) 


245 «dP Typhoon V-8 Shift-Command Automatic; 
360 CID Column (opt. ) 

Optional . Shift-Command Automatic; 
Console (opt.) 


290 HP Typhoon V-8 Shift-Command Automatic; 
360 CID Column (opt. ) 


Shift-Command Automatic; 
Console (opt. ) 


Cptional +4-Speed Manual;Floor (opt.) 


325 HP Typhoon V-8 Shift-Command Automatic; 
390 CID* Console (opt. ) 


Cptional +4-Speed Manual;Floor (opt.) 





+3 and 4 Speed Manual Transmissions have fully Synchronized Gearing 
y *Dual exhaust available optionally on 290 HP and Standard on 325 HP 
*kAvailable at no extra cost 
ak coe Ee gtandard with "Go" packages, 2.87 & 3.54 optional 
#Available only with Twin Grip Differential. 
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1970 Javelin 


Retained 
Standard Features 


BODY: 


"Advanced Unit Construction" combining body & frame into one 
structure. Outer front fenders are bolted on. 

"Deep-Dip'" Rustproofing. 

Entire lower body (except roof) dipped in rustproofing solution. 
"Lustre-Gard" Acrylic Enamel. Triple coats, baked-on finish. 
"Cushioned-Acoustical'' Molded Fiberglass Ceilings. 

Body Sound Insulation. 

Foam-Cushion Front-Seat Pads. 

New High-Back-Contoured Bucket Seats (non-reclining for '70). 
Standard on Javelin. 

"Weather-Eye Heating & Ventilating System. 

Ventless Side Windows. 

Curved Side Windows. 

Ball-Bearing Ash Tray for Instrument Panel. 

Deep-Sectioned, Wrap-Around Bumpers, front & rear (rubber-faced guards 
opt.) 

Side-of-Car Scissors-Action Tire Jack. 

"Space-Saver'' Spare Tire (optional in Javelin & included with optional 
set of four styled-steel wheels 14" or 15"). 

New ''78-Aspect-Ratio, Fiberglass Belted" Tires (Optional) 
Flush-Contoured Outside Door Handles. 


MECHANICAL: 


New ''Twin-Ball-Joint" Front Suspension Design. 

Coil Front/Leaf Rear on Javelin. 

Suspended Operating Pedals. 

Step-On Parking Brake. 

Self-Adjusting Brakes. 

Anti-Smog Exhaust Emission Systems. 

Automatic Choke with Thermostatically-Controlled Carburetor Air Cleaner. 
All-Synchromesh, 3-Speed Manual Transmission for Javelin-6. 
All-Synchromesh, 4-Speed, Close-Ratio Transmission, Optional on 

Javelin V-8's. With quick-action "Hurst" linkage. 


ELECTRICAL: 


Electronic Alternator & Transistorized Voltage Regulator. 
"Clear-Power'' Battery with translucent side case. 
"Guard-Glo" Headlights. 

Central Fuse Panel. 

New Plug-In Socket for Main Wiring Harness. 

Space-Age Printed Circuit for Instrument Panel. 


*Revised July 25, 1969 


TIRE SIZES 


6.95 x 14, 4-ply rated 
4-ply polyester, Black 


6.95 x 14, 4-ply rated 
4-ply polyester, White 


7.35 x 14, 4-ply rated 
4-ply polyester, Black 


7.35 x 14, 4-ply rated 
4-ply polyester, White 


E70 x 14, 4-ply rated 
2-ply polyester (Fiberglas-Belted) 
Red-Line 


*F70 x 14, 4-ply rated 
2-ply polyester (Fiberglas-Belted) 
Black with White Lettering 


+Also included in Performance Groups. 
*Includes Chrome Steel Mag Wheels. 


Note: The Fiberglas-Belted tires offered optionally above must 
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1970 Javelin 


Tire Availability 





STD 


OPT 


OPT 


OPT 


OPT 


NA 


JAVELIN 


be used in sets. One should never be substituted for a 


tire other than the Fiberglas type in the same size that 


it replaces. 


V-8 


NA 


NA 


STD 


OPT 


OPT+ 


OPT+ 
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+Revised October 15, 1969 
Factory 


Installed Options. 





CODE BASIC SST 
PAINT/VINYL ROOF: (See Trim Charts) 
Additional Charge for Deviation from Standard 
Javelin Color Availability - E E 
Vinyl-Covered Roof (N/A w/Roof Spoiler) 
-Black BK E E 
-White WH E E 
-Blue BU E E 
TRIM/SEAT: (See Trim Charts) 
Bucket Seat - Vinyl si! STD NA 
- Vinyl F NA STD 
- "Corduroy" Fabric E NA E 
- Leather L NA E 
ENGINES: 

145 H.P. - 232 CID, 1-Barrel 145 STD STD 
#155 H.P. = 232 CID, 2-Barrel 15D OPT OPT 
210° HP. ="304 CID, 2-Barrel 210 E E 

Additional Charge Over Base 210 H.P. - 304 CID, V-8, 2-Barrel For: 

245 H.P. - 360 CID, V-8, 2-Barrel 245 E E 
290 H.P. - 360 CID, V-8, 4-Barrel 290 E E 
325 H.P. = 390 CID, V-8, 4-Barrel 325 E E 
PERFORMANCE : 

360 "Go'' Package - 360 CID, 4-Bbl. Engine, Dual 

Exhaust System, Power Front Disc Brakes, E/70x14 

Red-Line Wide-Profile Tires, 6'' Rim-Width 

Regular Wheels, Handling Package & Ram-Air 

Induction System w/AMX Hood PP1 E E 
390 "Go'' Package - Same as above except 390 

CID, 4-Bbl. Engine PPzZ E E 
Dual Exhaust System - For 360 CID, 4-Bbl. En- 

gine (Std. on 390 CID) DE E E 
140 MPH Speedometer & Tachometer (V-8 Only) INC E E 
*Twin-Grip Differential (Recommended with 

"Go" Pkg.) TGD E E 

*Quick Ratio Manual Steering ae 

only for special performance/racing) QRM E E 

E - Extra Cost STD - Standard 
NA - Not Available D - Delete Option 


BEO - Basic Export Option 
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1970 Javelin 


Factory 
Installed Options 





TRANSMISSIONS: 


4Shift-Command, Column Shift w/Qil Cooler 
-6-Cylinder 
-304 CLD & 360 CID 
+Shift-Command, Floor Shift & Console 
w/Cil Cooler 
=206 CID & 360 CID 
- CID 


%j-Speed Full-Synchromesh, Floor Shift 
-290 H.P. & 325 H.P. 
Only 
+3-Speed Full-Synchromesh, Floor Shife 
w/H.D. 10" Clutch 
-6-Cylinder 
-304 CID 


POWER: 


Power Steering (Recommended w/Air Conditioning) 
Power Brakes 
Power Disc Brakes, Front 


AUDIO: 


AM Push-Button Radio 

AM/FM Push-Button Radio 

Rear Speaker -w/Radio only 

8-Track Stereo Tape Player w/Manual Radio 
& 2-Rear Speakers 


CONVENIENCE: 


Console only (Shift-Command, Column Shift) 
Center Armrest & Center Cushion - Front (N/A 
w/Console) ‘ 
All-Season Air Conditioning System -H.D. Engine 
Cooling System, 50-Amp. Battery & 55-Amp. 
aie (60-Amp. Battery Std. w/360 & 390 
V-8 
Command-Air Ventilation System 
Tinted Glass - All Windows (Recommended 
w/A/C) 

-Windshield 
Adjust-O-Tilt Steering Wheel 
Visibility Group - Includes Convenience 
Group, Electric Windshield Wipers & 
Electric Washers 


CODE 


A 


BASIC SST 

E E 

E E 

E E 

E E 

E E 

BEO BEO 

STD STD 
E E 
E E 
E E 
E E 
E E 
E E 
E E 
E E 
E STD 
E E 
E E 
E E 
E E 
E E 
E E 
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CONVENIENCE cont.: 


Electric Windshield Wipers & Elec. Washers 
+Light Group - Trunk Light, Two Courtesy 
Lights, Glove Box Loght, Lights-On Warning 
Buzzer, Low Fuel Warning Light, Parking 
Brake Warning Light & Map Light 
Space-Saver Spare Tire (Std. w/Styled 
Steel Wheels) 
Convenience Group - Remote-Control Left 
Outside Mirror (Painted Body Color), Visor 
Vanity Mirror & Clock (Electric) 


PROTECTION ITEMS: 


Bumper Guards - Rear 
Insulation Group - Undercoating & Hood 
Insulation 


APPEARANCE: 


Wheel Discs (4) 

Turbo-Cast Wheel Covers (4) 

Wire Wheel Covers (4) 

Styled Steel Wheels (4) 14''x6" - Includes 
Space-Saver Spare Tire w/Regular Wheel 
(N/A w/6.95x14 Tires) 

Rocker Panel Molding (Simulated Exhaust 
Type) 

Roof Spoiler (N/A w/Vinyl Roof) 


Rally Side Stripes (See Trim Chart - replaces 


Pin Stripes 
-Black 
-White 
-Red 


CODE 
EWW 


LG 
CST 


CG 


BG 
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1970 Javelin 


Factory 


Installed Options 


BASIC SST 
E E 
E E 
E E 
E E 
E E 
E E 
E STD 
E E 
E E 
E E 
E E 
E E 
E E 
E E 
E E 
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velin 
) Factory 
Installed Options 
CODE BASIC SST 
HEAVY DUTY: 
Heavy-Duty Engine Cooling System - H.D. Radia- 
tor, Power-Flex Fan & Fan Shroud (Std. w/Air 
Conditioning) HDC E E 
*Heavy-Duty 70 Amp. Battery HB E E 
*Cold Start Package - 70 Amp. Battery & 55 Amp. 
Alternator (For Cars less Air Conditioning or 
Command Air) 5A7 E E 
Handling Package (6-Cylinder) -Front Sway 
Bar, H.D. Springs & Shock Absorbers HP E E 
Handling Package (V-8) -H.D. Springs & 
Shock Absorbers HP E E 
Engine Block Heater BH E E 
MISCELLANEOUS : 


Fuel Tank Vapor Emission Control System 
(Required by State of California) FVE E E 
Seat Belt & Shoulder Belt Deletion all 
\ Seating Positions plus 2 Frt. Outboard 
‘ Shoulder Belts LSB D D 
+Shoulder Belt Deletion - 2 Frt. Outboard SBD D D 


Note: See Page 26 for additional items of optional equipment which 
are available to our International Distributors. 
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1970 





Trim 







“Rattan” Vinyl 





















JAVELIN (Base-Line) Trim 
SEAT, TRIM & COLOR AVAILABILITY Colors 
Model ‘Seat Type Available |T” Codes 






7079-5 frardtop 








2 
Exterior Colors ss 
14 Standard Colors 33 
ss 





Frost White 











Optional 


Rally 
Stripes 















Matador Red 








Hialeah Yellow 


lele 





Bittersweet Orange, Metallic 











“Bayshore Blue, Metallic (Medium) 





Commodore Blue, Metallic (Dark) 





Mosport Green, Metallic (Medium) 


+ 








Glen Green, Metallic (Dark) 








Golden Lime, Metallic 





+ 


























Tijuana Tan, Metallic le 
+ 

Sonic Silver, Metallic e 

Big-Bad Blue e 











Big-Bad Orange 





i 








Big-Bad Green 


A Blue vinyl roof is optional only with exterior colors marked A. 


Black or White vinyl roof is optional with all exterior colors. 
Optional vinyl roof not available with optional roof spoiler. 
Optional rally stripe replaces standard paint stripe. 
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Optional 
“Corduroy” Fabric 






Standard 
‘Ventilair”’ Vinyl 


Optional 


1970 
JAVELIN SST 


SEAT, TRIM & COLOR AVAILABILITY 


Model 065] i 


2-Door 
7079-7 Hardtop 
Optional 
Rally 
Stripes 


































Exterior Colors 
14 Standard Colors 














Frost White 


Matador Red 
Hialeah Yellow 



















Bittersweet Orange, Metallic 
Bayshore Blue, Metallic (Medium) 


+ 
+ 





















Commodore Blue, Metallic (Dark) 





- 





eorreeceee 


ee 


Mosport Green, Metallic (Medium) 
Glen Green, Metallic (Dark) 
Golden Lime, Metallic 


— 
+ 





| 






+ 
+ 





+—+ 








ee |e 
\e@e@ 
Zs lhe 

+ 


| 
ut 
+ 


Tijuana Tan, Metallic 
Sonic Silver, Metallic 
Big-Bad Blue 
Big-Bad Orange 
Big-Bad Green 





a 


je 





ecoceeerre 


+—+—-+ 









eee 
ait 
las 














eleee 


bl 














A Blue vinyl roof is optional only with exterior colors marked A. 
Black or White vinyl roof is optional with all exterior colors. 
Optional vinyl roof not available with optional roof spoiler. 
Standard wheel opening paint stripe color will match color selected for optional rally stripe. 
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1970 Javelin 


Special Export C 
Options 





In addition to the Standard and Optional Equipment mentioned in 
the preceding pages, the following is a listing: of options avail- 
able especially for the International market: 


7.7:1 compression ratio for 6-cylinder engine 
**Amber Headlamps (right dipping - amber lens) less "Guard-Glo" feature 
**Export Headlamps (left dipping - clear lens) less "Guard-Glo" feature 
Tropical batteries in 50 or 60 Amp. Hr. Capacities 
232 CID Engine with 2V Carburetor 
Tocuh Up Paint 
Locking Gas Cap 
**Kilometric Speedometer* 
**Clear Lens for Front Parking & Turn Signal 
Clock (separate from Convenience Group) 
55 Amp. Alternator (Std. with A/C or Command Air) 
Power Disc Brakes for 6-cylinder (See note below) 
Tool Kit 
Finned type brake drums for 6-cylinder models (9'" diameter) 


Note: 6-cylinder models with Disc Brake Option are equipped 
with: 6 


V-3 Rear Axle and DUO-SERVO 10" Rear Brakes with Proportioning 
Valve 

5-1/2" Rim Wheels and 6.95 x 14 Tires minimum 

3.54 Standard Axle Ratio (3.15 Optional with Manual Transmission) 
3.15 Standard Axle Ratio with Automatic Transmission 


*Large-Faced tachometer not available with Kilometric Speedometer. 
Accessory tachometer kit is available for installation in clock 
opening. 


**Not available in U.S. Territories, Puerto Rico, Virgin Islands, 
Canal Zone, Guam and American Samoa. 
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1970 AMX 


Product Highlights 


Increased power and performance keynote the changes in the sporty 
two-place AMX for 1970. American Motors' new 290 horsepower, 360 
CID V-8 becomes the basic engine, with the 390 cubic inch V-8, 
increased to 325 horsepower, a step-up option. 


The performance-oriented AMX retains its distinctive appearance 
for 1970, but is slightly longer than its 1969 counterpart. Overall 
length has been increased from 177.22 inches to 179.04 inches to 
accommodate a longer hood with a new stamped-in power blister. 


The power blister has dual openings which are screen-covered. 
With a new optional performance package, the power blister openings 
become part of a new functional ram-air induction system. 


A new horizontal-rib, full-width grille which encompasses the 
large single headlights, and a new deep-sectional tront bumper 
provide a wide-span, integral grille appearance. The bumper features 
semi-rectangular air scoops which aid brake cooling. 


+ Fourteen-inch by six-inch mag-styled wheels, which were optional 
on the AMX in 1969, become standard for 1970. 


A detailed description of the new AMX for 1970 follows: 
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1970 AMX 
Exterior 

Styling Features 


Bright windshield molding 
















New Chemcor safety windshield 


New longer hood with “‘power blister,” 
non functional except with 
“Go” package 








AMxX letters in center grille 






















increased overall length 
lee ? New horizontal-rib, full-width grille 


encompasses headlights 


New bumper air scoops 









Bright rear window molding 
New full-span five section taillights with 
center section for back-up light 

















New simulated exhaust lower Sill 
molding 


New optional racing stripe 


New styled steel wheels ; 
Y re New marker lights AMX block letters on back-up light lens 
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New 
New 


New 


New 
New 
New 


New 


New 
New 


New 
New 
New 
New 


1970 AMX 


Exterior 
Styling Features 





increased overall length in front (increased 1.82" to OAL 179.04"). 
horizontal-rib, full-width grille encompasses headlights (molded 
plastic construction). 

deep-sectional front bumper with upper edge revised for wide-span, 
integral grille appearance. 

round grille-located parking/turn-signal lights. 

semi-rectangular bumper-located "air-scoops' (aids brake cooling). 
longer hood with ''power-blister'" stamped in hood with screen- 
covered dual openings. 

"Go'' Package Option uses same "power-blister'' hood, but with 
functional ram-air induction system (to the carburetor). 

front fender end caps to accept new front bumper. 

full-span five section taillight lens with center section for 
back-up light. (bulb-socket relocated in trunk eliminates 

being bumped loose by luggage). 

rear fender end caps to accept the new taillights. 

rally stripes optional. 

"Shadow" Black hood/upper-side optional 2-tone. 

standard feature for AMX ... 14" x 6" mag-styled wheels (was 
optional). 


¥*Cancelled 15" X 7'' race-styled wheels & E60 X 15 tires. 


Lights 


Heater & A/C controls 


New 
New 
New 


New 
New 


New 


Clock (opt.) 
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1970 AMX 


Interior 
Styling Features 


Tachometer & gauges 





New full span instrument panel New full-width padded eyebrow 







A/C outlets 





140 mph Speedometer Full-width wood-grain applique 





























New high level glovebox & lock location 












Radio 





Ash receiver 


Anti-theft ignition lock Cigarette lighter 


Sports steering wheel 


full-span instrument panel with round recessed instruments. 
full-width "eyebrow'' crash padding around top of panel. 
high-level glove box with new in-panel key location (added 
safety and convenience). 

headlight and wiper controls located cluster high (left side). 
red added to genuine leather seat trim option (Black, Red and 
Tan)...(was Black and Saddle in '69). 

upholstery materials, colors and design applications throughout 
interior. 

front door armrests with wood-grain inserts. 

Sports steering wheel with horn blowing rim around entire wheel. 
140 MPH speedometer and 0-8000 RPM large face tachometer. 
passenger grab handle now located below instrument panel. 

100% nylon, cut pile, molded carpet. 

bright pedal trim. 
selection of four interior Ventilair vinyl trims & two optional 
leather trims. 


+Revised October 15, 1969 


Wheelbase 
Length 
Width 
tHeight 
Front Overhang 
Rear Overhang 
+Front Tread 
+Rear Tread 
Turning Circle, Feet 
Head Room, Front 
Head Room, Rear 
+Leg Room, Front 
Leg Room, Rear 
Hip Room, Front 
Hip Room, Rear 
Shoulder Room, Front 


Shoulder Room, Rear 


Usable Luggage Capacity, Cu. Ft. 
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1970 AMX 


Dimensional 
Comparison 
1970 vs. (1969) 


AMX 
Sports Coupe 





97.0 ( 97.0) 
179.0 (177.2) 


71.6 ( 71.6) 
51.4 (51.7) 
AV8 39.7) 
40.5 ( 40.5) 


( 
( 
( 
59.9 S824) 
( 
( 
( 


57.0 57.0) 
32.9 33.5) 
37.2 37.2) 
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1970 AMX 


Safe-Command 
Safety Features 





SEATING & SEAT BELTS: 


*AMX Seat Belts for all Seating Positions with retractable feature. 
*Two Front Seat Shoulder Belts. 

New built-in type Front-Seat Head Restraints with AMX bucket seats. 
High-Strength Seat Anchorages. 

Front Seat-Back Automatic Lock with Manual Release (2-Door Models). 
New high-position manual release for all bucket seats. 


+*Seat Belts and Shoulder Belts are standard for International distributors. 
They may, however, be deleted except on shipments to Puerto Rico, Virgin 
Islands, Canal Zone, Guam and American Samoa, and corresponding credit 
allowed. See your Price List for particulars. 


CONTROLS & INSTRUMENTS: 


New Anti-Theft Ignition, Steering & Transmission Lock (with warning 
buzzer). 

Energy-Absorbing Steering Column (new, improved design for '70). 
New Rim-Blow Steering Wheel on AMX. 

Safety-Styled & Padded Instrument Panel. 

Anti-Glare Finish for Instrument Panel, Steering Wheel, Inside 
Molding, etc. 

Padded Sun Visors, Two. 

Safety-Shaped Instrument Panel Control Knobs. 

Low-Profile, Soft Window-Control Knobs. 

Padded Armrests. 

Uniform Shift-Quadrant for Automatic Transmission, plus Safety 
Starter Switch. 

Break-Away Front Ash Tray with Ball-Bearing Slides. 


LOCKS & DOORS: 


Pre-Set Impulse Door Locking System. 

High-Strength Door Locks & Hinges. 

Flush-Contoured Outside Door Handles. 

Paddle-Type Inside Door Handles Shielded by Armrests. 
New In-Instrument-Panel Glove-Box Lock/Latch Location. 
New Console Glove-Box Lock (was magnet). 

Two-Key Locking System. 


BODY CONSTRUCTION: 


All-Steel "Advanced Unit Construction" with front-end designed to 
limit steering column rearward movement in accidents. 
High-Strength Laminated Safety Windshield. 

New, Exclusive ''Chemcor' Type for even greater safety in AMX. 
Tempered Safety Glass for Side & Rear Windows. 

Molded Fiberglass Ceiling. 

Padded Instrument Panel & Sun Visors. 

Padded Front Pillars & Side Headers. 

Dual-Action Safety Hood Latch. 

Counterbalanced Hood & Trunk Lid. 
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1970 AMX 


Safe-Command 
Safety Features 





CHASSIS & RELATED ITEMS: 


Double-Safety Brake System (dual chamber master cylinder). 
Hydraulic Brake System Warning Light. 

Corrosion-Resistant Brake Lines & Fittings. 

Self-Adjusting Brake Linings. 

Step-On Parking Brake (warning light in opt. Light Group). 
Mechanical Stop Light Switch. 

Safety-Rim Wheels. 

Tread-Wear Indicators Molded Into Tire Tread. 

"Guard-Glo'' Headlights with readily-adjustable aiming. 
Front Park/Turn Lights stay On with Headlights. 
High-Strength Fuel Tank Mounting. 


GENERAL EQUIPMENT: 


Manual Lane-Changer Feature for Self-Cancelling Turn Signals. 
4-Way Hazard Warning Flashers. 

Side-of-Car Safety Marker Lights, Front & Rear. 

Automatic Back-Up Lights. 

Inside Rear-View Mirror with Soft Frame & Twin-Ball-Joint Mount. 
New 12" Day/Nite mirror replaces 9-1/2" as standard. 

Left-Side Rear-View Mirror (Remote-Control Mirror in Opt. Visibility 
& Convenience Groups). New streamlined head encases rectangular 
mirror for both types. Standard mirror is chrome. Remote-Control 
for AMX has chrome base with head painted matching body color. 
Safety Type Sun Visor Vanity Mirror in Optional Visibility & 
Convenience Groups. 

Manual Windshield Washers (with new actuating feature as part of 
wiper control knob...replaces foot pump). Elec. Wipers with Elec. 
Washers, Opt. (also in Opt. Vis. Group). New Windshield Washer 
Solvent for Improved Cleaning Action. 

Variable-Speed Windshield Wipers (vacuum-powered with Anti-Glare 
Finish. Electric Wipers with Electric Washers, Optional (also in 
Opt. Visibility Group). : 

Windshield Defrosters (part of standard Weather-Eye Heating). 

New Low-Fuel-Warning Light in Optional Light Group. 
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1970 AMX 


Engine, Mechanical 
& Related Changes 





All V-8 engines have higher horsepower and torque ratings as a 
result of larger displacement and/or detailed refinements for 
improved all-round performance and responsiveness. The scope 
of V-8 engine changes are as follows: 


360 CID-4B/290 HP replaces 343 CID-4B/280 HP 

a. 17 cubic-inch displacement increase accomplished with longer- 
arhte cast crankshaft (same as 304). Bore/Stroke = 4.08" x 
3.44", 

b. New exhaust-port size and shape for cylinder heads (same as 390). 

c. 4-barrel 360 uses larger intake manifold (same as current 390). 

d. 4-barrel 360 uses new, better quality, higher-flow 4-barrel 
carburetor. 

e. New valve springs assure positive sealing action. 


390 CID-4B/325 HP replaces 390 CID-4B/315 HP 

a. New exhaust-port size and shape for cylinder heads (same as 360). 

b. New, better quality, higher-flow 4-barrel carburetor. 

c. New, higher-performance camshaft standard for 390. 

d. New, stronger design for 390 forged-steel connecting rods. 

e Forged-steel crankshaft continues. Same Bore/Stroke = 4.165" x 
Deore « 

f. New valve springs assure positive sealing action. 


All V-8's have a new "dual-diaphragm" distributor. This more expensive 
ignition feature improves initial acceleration ("livelier" feel), and 
permits a retarded spark to idle to further aid exhaust emission. 


NEW FUNCTIONAL ''RAM-AIR" HOOD SCOOP FOR AMX ''GO'' PACKAGE 


Optional "Go" packages with 360-4B & 390-4B V-8's have a significant 
new feature...a functional hood scoop for power gains with high- 
performance appearance. The new AMX "power-blister" hood (non- 
functional in standard form) is used with twin air openings on 
package-equipped AMX's. At nearly full throttle, a vacuum-actuated 
solenoid opens a by-pass valve to permit outside cold-ram-air entry 
to the carburetor air cleaner. Cold air provides air "charge" for 
power gains than under-hood hot air. 


AMX "Go'' Package: 

360-4B (std.) or 390 V-8 

"Ram-Air' Hood Scoop with Cold-Air Pkg. 

Power Disc Brakes (front) 

F70x14 Polyglas White-Letter Tires 

Handling Package (Heavy Duty Springs and Shocks) 
Twin-Grip Differential 

Heavy Duty Cooling 
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1970 AMX 


Engine, Mechanical 
& Related Changes 





4-SPEED TRANSMISSION (All-Synchromesh, Close-Ratio) 


The 


short-throw, quick-action Hurst shifting linkage became standard 


in late Dec. '68 (running change), and continues for the '70 AMX. 


The 


name "'Hurst'', recognized by performance-minded enthusiasts, 


appears on the shift lever. The rugged T-10 Warner Gear 4-speed 
"box'’ continues standard in AMX (360-4B & 390-4B). 


NEW TYPE of SAFETY WINDSHIELD for AMX's 


a. 


oO 


H+ OQ Fh 


New exclusive AM safety feature for 1970 giving greater all-round 
safety for driver and passengers. Developed for AM by Corning 
Glass Works. 

New laminated glass with ''Chemcor (TM)'' thin inner pane is 2/3 
as thick and 30% lighter than "69 type. 

Test results confirm the following benefits: 

Virtual elimination of disfiguring lacerations, even in high 
speed, turnpike accidents. When the glass breaks, it ''dices" 
into minute, blunt-edged granules that will not cut. 

The inner pane will not break (it flexes) in most low-to-medium 
speed "around town" accidents. Passengers may receive a bump 

on the head. That's all. 

The efficiency of the proven high-penetration-resistance plastic 
interlayer is increased to more effectively keep passengers 
inside the automobile in instances of high speed crashes. 
Windshield defrosting is accomplished in about 30 per cent less 
time for safer winter driving since the glass is 2/3 as thick 

as conventional, and thus conducts heat quicker. 


"TWIN-BALL-JOINT" Front Suspension 


Two ball-joints assure smoother, less-friction action (was one). 
Geometic "anti-dive" is built in to reduce "nose-down" tendency 
under braking conditions. 

More stability in turns (race-track proven). 

Smoother ride with new location of spring and shock (permits 
"lower-rate" springs). 

Quieter ride with rubber bumper relocated from upper to lower 
control arm to isolate noise in full jounce condition. 

Reduced turning effort with manual steering. 

Knuckle-pin inclination angle increased for faster wheel return. 
Longer service life. 

Easy to adjust (& stays adjusted). 
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NEW 


NEW 


NEW 
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1970 AMX 


Engine, Mechanical 
& Related Changes 





"ANTI-THEFT'' Lockable Steering Column 


One key lock ignition, steering wheel & transmission lever. 

If ignition key is left in either "off or lock" positions 

when parking, and door is opened, a buzzer warns driver to 
remove key (mounted on right side of steering column, just 

under the wheel). 

Transmission must be put in proper position for locking before 
key can be turned to "lock" position, and removed (as a further 
safeguard). Shift-Command transmission (column-or Console shift) 
is locked as shift lever is put in "park'’. For manual transmissions 
(column or floor shift), lock action occurs with lever put in 
reverse. 

With key removed, steering wheel is locked in any position. 


TYPE of ENERGY-ABSORBING Safety Steering Column 


Present ''bellows' type jacket design replaced with new ball- 
bearing ''sleeve'' type for controlled-collapsing action in the 
event of an accident. 

Impact protection same as previous type but considered to be 
a more advanced mechanical method of accomplishing the same 
purpose. 


"VARIABLE-RATIO" Power Steering Option 


(Replaces '69 'fixed-ratio" type) 


CoaAanoaom 


Permits faster steering response in turns. 

Easier parking. 

Requires fewer wheel turns without increasing steering effort. 

No change in straight-ahead road feel. 

Manual steering (fixed-ratio) continues standard. ''Quick-Ratio" 
manual steering continues optional for AMX and recommended only 
for special performance/racing conditions due to increased manual 
effort. 


''78-ASPECT-RATIO, Fiberglass-Belted" Tires Optional on AMX 


New optional fiberglass tire the F70x14 Polyglas is available 

on the AMX together with standard 14" x 16" racing style wheels. 
This combination is standard with the "Go'' package and also 
available separately. The F70x14 tire has raised white lettering 
on the sidewall. 

E70x14 Polyglas red-line tires continue as optional on the AMX. 
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NEW 


a. 


NEW 
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1970 AMX 


Engine, Mechanical 
& Related Changes 


"RIM-BOW" feature for Sports Steering Wheel 


New wheel combines current wood-grain sports look with new 
"rim-blow' feature. Horn blows by squeezing the steering- 
wheel rim any place (contact on inner surface of rim). 
More convenient and reduces drivers reaction time. 
Standard on AMX. New 2-spoke design replaces 3-spokes. 


PLUG-IN SOCKET in Main Wiring Harness (running change) 
Junction connection for main wiring harness passing thru 
firewall. 


Uniform quality with less chance of damage to wires. 
Easier to service and more reliable. 


LOW-FUEL-WARNING Light 

Included in "Light Group" option 

Red light in fuel gauge warns driver (and stays on) when 
supply dreps to about 2 gallons (minimum). 


Manual Control for Windshield Washer 


Manual washers continue standard but with new actuating feature as 
part of wiper control knob (replaces foot pump). Electric washers 
and electric wipers continue in optional "Visibility Group". 


AMX 
a. 


AMX 


Brake Availability: 
Brake diameter and drum types: 


V-8 10"" diameter, flared drums 


Power Brakes are an extra cost option. 
Power Disc Brakes are an extra ¢ost option. 
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1970 AMX 


Engine, Transmission 
& Rear Axle 
Availability 






Standard Optional* 







Engine Transmission 





——— 


290 HP Typhoon V-8 4-Speed Manual;Floor (std.) 
360 CID** 








sees L 


Shift-Command Automatic 
Console (opt.) 


Standard 





325 HP Typhoon V-8 4-Speed Manual;Floor (std.) 
390 CID** 


Shift-Command Automatic 
Console (opt.) 2.5731 




















Optional ah 





Available at no extra cost 
**x Dual Exhaust Standard 


3.15:1 is standard with "Go" packages, 2.87 & 3.54 optional 
# Available only with Twin Grip Differential. 
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1970 AMX 


Retained 
Standard Features 





BODY: 


"Advanced Unit Construction'' combining body & frame into one 
structure. Outer front fenders are bolted on. 

"Deep-Dip'' Rustproofing. 

Entire lower body (except roof) dipped in rustproofing solution. 
"Tustre-Gard" Acrylic Enamel. Triple coats, baked-on finish. 
"Cushioned-Acoustical'' Molded Fiberglass Ceilings. 

Body Sound Insulation, 

Foam-Cushion Front-Seat Pads. 

New High-Back-Contoured Bucket Seats (non-reclining for '70). 
Standard on AMX. 

"Weather-Eye'' Heating & Ventilating System. 

Ventless Side Windows. 

Curved Side Windows. 

Ball-Bearing Ash Tray for Instrument Panel. 

Deep-Sectioned, Wrap-Around Bumpers, front & rear (rubber-faced guards 
opt). 

Side-of-Car Scissors-Action Tire Jack. 

"Space-Saver'' Spare Tire. 

Flush-Contoured Outside Door Handles. 


New ''78-Aspect-Ratio, Fiberglass Belted" Tires (Optional). 


MECHANICAL: 


New 'Twin-Ball-Joint" Front Suspension Design. 

Coil Front/Leaf Rear, (plus rear Torque Links). 

Suspended Operating Pedals. 

Step-On Parking Brake. 

Self-Adjusting Brakes. 

Anti-Smog Exhaust Emission Systems. 

eran Choke with Thermostatically-Controlled Carburetor Air 
Cleaner. 


All-Synchromesh, 4-Speed, Close-Ratio Transmission, Standard on 
AMX. With quick-action "Hurst" linkage. 


ELECTRICAL: 


Electronic Alternator & Transistorized Voltage Regulator. 
"Clear-Power'' Battery with translucent side case. 
"Guard-Glo" Headlights. 

Central Fuse Panel. 

New Plug-In Socket for Main Wiring Harness. 

Space-Age Printed Circuit for Instrument Panel. 
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1970 AMX 


Tire Availability 





TIRE SIZES AMX 


7.35 x 14, 4-ply rated 
4-ply polyester, Black STD 


7.35 x 14, 4-ply rated 
4-ply polyester, White OPT 


E70 x 14, 4-ply rated 
2-ply polyester (Fiberglas-Belted) 
Red-Line OPT 


*F70 x 14, 4-ply rated 
2-ply polyester (Fiberglas-Belted) 
Black with White Lettering OPT 


+Mag-Style wheels are standard. 


Note: 


The Fiberglas-Belted tires offered optionally above 
must be used in sets. One should never be substituted 
for a tire other than the Fiberglas type in the same 
size that it replaces. 
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1970 AMX 


Factory 


Installed Options 





PAINT (See Trim Charts) 

*Color - Two-Tone, (Shadow) Black Hood/Upper-side 
Additional Charge for Deviation from Std. AMX 
Color Availability 


TRIM SEAT: (See Trim Charts) 
Bucket Seat - Vinyl 
-Leather 


ENGINES : 


290 H.P. -360 CID, V-8, 4-Barrel 
325-H.P. -390 CID, V-8, 4-Barrel 


PERFORMANCE : 


*360 "Go'' Package - 360 CID, 4-Bbl. Engine, Power 
Front Disc Brakes, F70x14 Tires, Handling Package, 
Twin-Grip Differential, H.D. Engine Cooling System 
& Ram-Air Induction System 
390 '"'Go'' Package - Same as above except 390 CID, 
4-Bbl. Engine 

*Twin-Grip Differential (Recommended with "GO" Pkg.) 

*Quick Ratio Manual Steering (Recommended only for 


CODE AMX 
08 E 

- E 

F STD 
L E 
290 STD 
a25 E 
Pri E 
PP? E 
TGD E 
QRM E 


special performance/racing) 


TRANSMISSIONS: 


Shift-Command, Floor Shift & Console 
4-Speed Full-Synchromesh, Floor Shift 


POWER: 
Power Steering (Recommended w/Air Conditioning) 


Power Brakes 
Power Disc Brakes, Front 


E - Extra Cost 
NA - Not Available 


C E 
M STD 
PS E 
PB E 
DB E 


STD - Standard 
D - Delete Option 
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1970 AMX 


Factory 
Installed Options 





CODE AMX 

AUDIO: 
AM Push-Button Radio RP E 
AM/FM Push-Button Radio RFM E 
Rear Speaker -w/Radio only RS E 
8-Track Stereo Tape Player-w/Manual Radio & 
2-Rear Speakers STR E 
CONVENIENCE: 
Center Armrest & Center Cushion CAS E 
All-Season Air Conditioning System -H.D. Engine 
Cooling System, 60-Amp. Battery & 55-Amp. 
Alternator AC E 
Command-Air Ventilation System CA E 
Tinted Glass -All Windows (Recommended w/A/C) SG E 

-Windshield SW E 
Adjust-0-Tilt Steering Wheel ASW E 
Visibility Group -Includes Convenience Group, 
Electric Windshield Wipers & Elec. Washers VG E 
Electric Windshield Wipers & Elec. Washers EWW E 


Light Group - Trunk Light, Glove Box Light, 

Parking Brake Warning Light, Lights-On-Warning 

Buzzer, Low-Fuel Warning Light & Map Light LG E 
Convenience Group - Remote-Control Left Outside 

Mirror (Painted Body Color), Visor Vanity 

Mirror & Clock (Electric) CG E 


HEAVY DUTY ITEMS: 


Heavy-Duty Engine Cooling System -H.D. Radiator, 
Power-Flex Fan & Fan Shroud (Std. w/Air 


Conditioning) HDC E 

Heavy-Duty 70-Amp. Battery HB E 
*Cold Start Package - 70-Amp. Battery & 55-Amp. 

Alternator (For cars less Air Conditioning or 5A7 E 
Command Air) 

Handling Package -H.D. Springs & Shock Absorbers HP E 

Engine Block Heater BH E 


PROTECTION ITEMS: 


Bumper Guards - Rear BG E 
Undercoating UN E 
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+Revised Cctober 15, 1969 1970 AMX 


Factory 
Installed Options 
SS LE RE PEA RUE EE Ee 
CODE AMX 
APPEARANCE: 
Racing Stripe (See Trim Chart, N;A w Two-Tone) 
-Black BKS E 
-Whnite WHS E 
-Red RES E 
MISCELLANEOUS: 
Fuel Tan! Vapor Fmission Control System (Required 
by State of California) FVE E 
Seat Belt & Shoulder Belt Deletion two seating 
positions plus 2 Frt. cutboard Shoulder Belts LSB D 
+Shoulder Belt Deletion 2 Frt. Cutboard SBB D 


Note: See Page 19 for additional items of optional 
equipment which are available to our International 
Distributors. 


Note: Removed 15" x 7'' styled steel wheels. 
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Standard 
“VENTILAIR” 


Optional 
GENUINE 


1970 
AMX 


SEAT, TRIM & COLOR AVAILABILITY 








Colors 
‘T” Codes 












Model 


Sport 
7039-7 Coupe 











Rally 


Exterior Colors Stripes 
14 Standard Colors 












Frost White 
Matador Red 
Hialeah Yellow 











Bittersweet Orange, Metallic 





| 


Bayshore Blue, Metallic (Medium) 





Commodore Blue, Metallic (Dark) 





Mosport Green, Metallic (Medium) 
Glen Green, Metallic (Dark) 
Golden Lime, Metallic 








t 








Tijuana Tan, Metallic 








Sonic Silver, Metallic 
Big-Bad Blue 
Big-Bad Orange 


\@ 
e 












T 
+ 





— 


Big- Bad Green 





Optional ‘‘Shadow” Black (Code #8) two-tone paint treatment on hood, top of front fenders and around side windows (with 
Silver separating stripe) is available with all body colors. Optional ‘‘Rally” Stripe is not available with optional “Shadow” 
Black two-tone treatment. 
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1970 AMX 


Special 
Export Options 


In addition to the Standard and Optional Equipment mentioned in 
the preceding pages, the following is a listing of options avail- 
able especially for the International market: 


**x Amber Headlamps (right dipping - amber lens) less ''Guard-Glo" feature 
** Export Headlamps (left dipping - clear lens) less "Guard-Clo" feature 
Tropical Battery in 60 Amp. Hr. capacity 
Touch Up Paint 
Locking Gas Cap 
** Kilometric Speedometer 
** Clear Lens for Front Parking & Turn Signal 
Clock (separate from Visibility Group) 
55 Amp. Alternator (Std. with A/C or Command Air) 
Tool Kit 


+Large-Faced Tachometer not available with Kilometric Speedometer. 
Accessory tachometer kit is available for installation in clock 
opening. This kit can be ordered separately from your Dealer 
Accessory List. 


“* Not available in U.S. Territories, Puerto Rico, Virgin Islands, 
Canal Zone, Guam or American Samoa. 


° 
# 
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Exterior 
Colors 


For availability of Interior Trim 
with Exterior Colors refer to 
Trim and Color Selector Charts 
in appropriate section 
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AMX Shadow Black (+8) 
Hood Treatment with all 
colors—optional 






Seventeen exterior colors, 
all in “Lustre-Gard”’ 
ACRYLIC ENAMEL. For 
durable, long-lasting 
beauty (triple-coated 
baked finish). 


1 Classic Black 


72 Frost White 








39 Matador Red 





58 Hialeah Yellow 


79 Bittersweet Orange, Metallic 





—eat 





82 Bayshore Blue, Metallic 





84 Commodore Blue, Metallic 


85 Sea Foam Aqua, Meta 


C 





86 Mosport Green, Metallic 





87 Glen Green, Metallic 








90 Golden Lime, Metall 








91 Tijuana Tan, Metallic 











94 Moroccan Brown, Metallic 








95 Sonic Silver, Metallic 














2 Big-Bad Blue 








3 Big-Bad Orange 





4 Big-Bad Green 











Interior 
Fabrics 


For availability of Interior Trim 
with Exterior Colors refer to 
Trim and Color Selector Charts 
in appropriate section 
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Cloth 
St. Marco (optional) 






Models 


Rambler 





Seat Type 















2-door sedan 





Bench cushion/non-reclining split back (std.) 











4-door sedan 





Bench cushion/non-reclining back (std.) 


Number indicates fabric « Letter indicates seat availability * When ordering, both number and letter must be specified. 























Rambler 
Bench cushion/non-reclining back 


Vea ey 


WHET tL 





Cloth 
St. Marco (optional) e 


Models Seat Type 


Rambler 


2-door sedan Bench cushion/non- 


4-door sedan Bench cushion/non- 


Number indicates fabric * Letter indicates seat availability * When ordering, both 
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St. Marco Black with Vinyl White Facing Trim 





a s-= > = 
Re np 


St. Marco Red with Vinyl Granada (smooth) Red Facing Trim 


St. Marco Blue with Vinyl Blue Facing Trim 
St. Marco Green with Vinyl Green Facing Trim 






Cloth 
Cornish (standard) 











Models 
Rambler SST 


Seat Type 

































‘*-donr Bench cushion/non-reclining back (std.) 
sedan Individual cushions/ reclining backs (opt.) 
aedloor Bench cushion/non-reclining split back (std.) 
sedan 














Individual cushions/reclining backs (opt.) 











Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 





Rambler SST 
Bench cushion/non-reclining split back 





Cornish Blue with Vinyl Blue Facing Trim 





Cornish Red with Vinyl Granada (smooth) Red Facing Trim 


Cloth 
Cornish (standard) 


Models Seat Type 


A-door Bench cushion/non-re 
sedan Individual cushions/re 
Bench cushion/non-re 
Individual cushions/re 


Number indicates fabric * Letter indicates seat availability * When ordering, both nu 





> 





Cornish Black with Vinyl Granada (smooth) Black Facing Trim Cornish Blue with Vinyl Blue Facing Trim 





Cornish Green with Vinyl Green Facing Trim Cornish Red with Vinyl Granada (smooth) Red Facing Trim 


Cloth 


Cannes (standard) 


Rebel 


Seat Type 











Bench cushion/non-reclining back (std.) 


























4-door 
sedan Individual cushions/ reclining backs (opt.) 
4-door Bench cushion/non-reclining back (not available) 


station wagon 











Individual cushions/reclining backs (opt.) 





2-door 
hardtop 





Bench cushion/non-reclining split back (std.) 















Individual cushions/ reclining backs (opt.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 















Rebel 
Bench cushion/non-reclining split back 





Cloth 
Cannes (standard) 


Models Seat Type 
Rebel 


4-door Bench cushion/non-re 


egal Individual cushions/re 
4-door Bench cushion/non-re 
ee Individual cushions/re 


2-door Bench cushion/non-re 


harap Individual cushions/re 


Number indicates fabric * Letter indicates seat availability * When ordering, both nu 





e) 


» 





Cannes Brown with Vinyl Granada (smooth) Tan Facing Trim 


Cloth 
Kashmir (standard) 










Models 
Rebel SST 


Seat Type 














Bench cushion/non-reclining back (std.) 
























4-door 
sedan Individual cushions/ reclining backs (opt.) 
A-door Bench cushion/non-reclining back (not available) 








Individual cushions/reclining backs (opt.) 





station wagon 









Bench cushion/non-reclining split back (std.) 











2-door 
hardtop 





Individual cushions/reclining backs (opt.) 
















Bucket seats/non-reclining backs (opt.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 

















Rebel SST 
Bench cushion/non-reclining split back 





<ashmir Blue with Vinyl Blue Facing Trim 





Rebel SST 
Bucket seats/non-reclining backs 





ry 


‘ashmir Brown with Vinyl Granada (smooth) Tan Facing Trim 


Cloth 
Kashmir (standard) 


Models Seat Type 


4-door Bench cushion/non- 
cape Individual cushions/ 
4-door Bench cushion/non- 
saat Individual cushions/ 


Bench cushion/non- 


2-door 


hardtop Individual cushions/ 


Bucket seats/non-rec 


Number indicates fabric * Letter indicates seat availability * When ordering, both n 





L 





Kashmir Black with Vinyl Granada (smooth) Black Facing Trim 





Kashmir Green with Vinyl Green Facing Trim Kashmir Brown with Vinyl Granada (smooth) Tan Facing Trim 





Cloth 


Bavaria (standard) 


Models 
Ambassador DPL 





Seat Type 

















Bench cushion/non-reclining back (std.) 












4-door 
sedan Individual cushions/reclining backs (opt.) 
peer Bench cushion/non-reclining back (not available) 








station wagon 





Individual cushions/reclining backs (opt.) 








2-door 


Bench cushion/non-reclining split back (std.) 





hardtop 








Individual cushions/ reclining backs (opt.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 


Cloth 


Harem (standard) 


Models 
Ambassador SST 










Seat Type 





4-door sedan 






















Individual cushions/reclining backs (std.) 











4-door station wagon 





Individual cushions/ reclining backs (std.) 








2-door 


Individual cushions/ reclining backs (std.) 





hardtop 





Number indicates fabric * Letter indicates seat availab 





Bucket seats/non-reclining backs (opt.) 


ility * When ordering, both number and letter must be specified. 
















Ambasador DPL 
Bench cushion/non-reclining back 





Ambassador SST 
Individual cushions/reclining back 





3avaria Brown with Vinyl Granada (smooth) Tan Facing Trim 


Ambassador SST 
Bucket seats/non-reclining backs 





{arem Blue with Vinyl Blue Facing Trim 





farem Brown with Viny! Granada (smooth) Tan Facing Trim 


Cloth 


Bavaria (standard) 


Models 
Ambassador DPL 


2-door 
hardtop 


Seat Type 


Bench cushion/non 
Individual cushions 
Bench cushion/non 
Individual cushions 
Bench cushion/non 


Individual cushions/ 


Number indicates fabric * Letter indicates seat availability * When ordering, both 


Cloth 
Harem (standard) 


Models 


Ambassador SST 


4-door sedan 


4-door station wagon 


2-door 
hardtop 


Seat Type 


Individual cushions/r 


Individual cushions/ re 


Individual cushions/ reé 


Bucket seats/non-rec 


Number indicates fabric * Letter indicates seat availability * When ordering, both nu 








Bavaria Black with Vinyl Granada (smooth) Black Facing Trim 








Bavaria Green with Vinyl Green Facing Trim Bavaria Brown with Vinyl Granada (smooth) Tan Facing Trim 





Harem Black with Vinyl Granada (smooth) Black Facing Trim Harem Blue with Vinyl Blue Facing Trim 





Harem Green with Vinyl Green Facing Trim Harem Brown with Vinyl Granada (smooth) Tan Facing Trim 


Cloth 
Corduroy (optional) 










Black 
Blue 
Green 


Seat Type 


061) 063 
Bucket seats/non-reclining backs (std.) E;E 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 





Javelin SST 
2-door hardtop 











{ 


Sy 


Javelin SST pes 
Bucket seats/non-reclining backs 





Corduroy Blue with Vinyl Blue Facing Trim 





Corduroy Red with Vinyl Granada (Smooth) Red Facing Trim 


Cloth 
Corduroy (optional) 


Seat Type 


2-door hardtop Bucket seats/non-reclini 


Number indicates fabric * Letter indicates seat availability * When ordering, both numbe 








Corduroy Black with Vinyl Granada (smooth) Black Facing Trim Corduroy Blue with Vinyl Blue Facing Trim 





Corduroy Green with Vinyl Green Facing Trim Corduroy Red with Vinyl Granada (smooth) Red Facing Trim 





Corduroy Brown with Vinyl Granada (smooth) Tan Facing Trim 


Leather (optional) 







Models 
AMX 


Sportscoupe 


Javelin SST 
2-door hardtop 


Seat Type 

















Bucket seats/non-reclining backs (std.) 


















Bucket seats/non-reclining backs (std.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 


Cloth 
Velour (optional) 







Seat Type 









091/093 
Vi Vv 


Ambassador SST Custom 


4-door sedan 









Individual cushions/reclining backs (std.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 


Cloth 
Carnaby Plaid (optional) 









Models 
Rambler SST Custom 


4-door sedan 


Seat Type 














Individual cushions/ reclining backs (opt.) 








2-door sedan 





Individual cushions/ reclining backs (opt.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 








AMX 
Buckets seats/non-reclining backs 





ith Leather Brown with 
acing Leather Brown Facing 
Trim 









Javelin SST 
Buckets seats/non-reclining backs 





Velour Blue with Vinyl Blue Facing Trim 





Ambassador SST 
Individual cushions/reclining backs 


it Rambler SST 
Individual cushions/ reclining backs 








Carnaby Plaid Green with Vinyl Green Facing Trim 


Leather (optional) 


Models Seat Type 


AMX a 


Sportscoupe Bucket seats/no ld ig 


Number indicates fabric * Letter indicates seat availability * When ordering, b 


Cloth 
Velour (optional) 


Model Seat Type 


Ambassador SST Custom 
4-door sedan Individual cushio 


Number indicates fabric * Letter indicates seat availability * When ordering, bd 


Cloth 
Carnaby Plaid (optional 


Models Seat Type 
Rambler SST Custom 


4-door sedan Individual cushio 
2-door sedan Individual cushio 


Number indicates fabric * Letter indicates seat availability * When ordering, bo! 








Leather Black with Leather Red with Leather Brown with 
Leather Black Facing Leather Red Facing Leather Brown Facing 
Trim Trim Trim 

4 Velour Black with Vinyl Granada (smooth) Black Facing Trim Velour Blue with Vinyl Blue Facing Trim 





Carnaby Plaid Blue with Vinyl Blue Facing Trim Carnaby Plaid Green with Vinyl Green Facing Trim 


Interior 
Vinyl 





C 

€ 

= 

‘< 
For availability of Interior Trim 
with Exterior Colors refer to 

Trim and Color Selector Charts < 

in appropriate section e 

7 

re) 

° 

= 

Te) 


Vinyl 
Venice (standard) 
Rambler 





Models 


Rambler 


White/ Black 
Blue/Black 





Seat Type 








Green/Black 
Red/Black 















2-door sedan Bench Cushion/non-reclining split back (std.) 























4-door sedan 





Bench Cushion/non-reclining back (std.) 


Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 





eg 





Vinyl 
Venice (standard) 
Rambler 


Models Seat Type 


2-door sedan Bench Cushion/non- 


4-door sedan Bench Cushion/non- 


Number indicates fabric * Letter indicates seat availability * When ordering, both n 





=) 


» 


] 


Se eP ae ge ae ae at « 





Se ee ee SP ae ae a@ 


Venice White/Black with Vinyl White Facing Trim 





Venice Blue/Black with Viny! Blue Facing Trim 





Venice Green/Black with Vinyl Green Facing Trim 





Venice Red/Black with Vinyl Granada (smooth) Red Facing Trim 


Vinyl 

Rattan Weave—oaptional 
(standard with Javelin 
and Rebel Wagon) 





Models 
Rambler SST 





Seat Type 








Bench cushion/non-reclining back (std.) 






























4-door 
sedan Individual cushions/reclining backs (opt.) 
> aoar Bench cushion/non-reclining split back (std.) 














sedan 





Individual cushions/reclining backs (opt.) 








Bench cushion/non-reclining back (std.) 








































4-door 
sedan Individual cushions/reclining backs (opt.) 
A-doot Bench cushion/non-reclining back (std.) 











station wages Individual cushions/ reclining backs (opt.) 























S:door Bench cushion/non-reclining split back (std.) 















hardtop 





Individual cushions/ reclining backs (opt.) 


Javelin 




















D 








Bucket seats/non-reclining backs (std.) 


2-door hardtop 





Number indicates fabric * Letter indicates seat availability * When ordering, both number and letter must be specified. 





D 
063 
J 








064 oss 066 
ARIE 











Rambler SST 
Bench cushion/non-reclining split back 





Rebel 


Javelin 
Bucket seats/non-reclining backs 
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Vinyl 
Rattan Weave—optional 
(standard with Javelin 
and Rebel Wagon) 


Models 
Rambler SST 


4-door 
sedan 


2-door 
sedan 


Rebel 


4-door 
sedan 


4-door 
station wagon 


2-door 
hardtop 


Javelin 
2-door hardtop 


Seat Type 


a a 


Bench cushion/non-re 


Individual cushions/re 


Bench cushion/non-re 
Individual cushions/ re: 


Bench cushion/non-re! 


Individual cushions/re 


Bucket seats/non-recli 


Number indicates fabric * Letter indicates seat availability * When ordering, both nu 





» 





6) 


Rattan Weave Green with Vinyl Green Facing Trim 





Rattan Weave Brown with Vinyl Granada (smooth) Tan Facing Trim 





Rattan Weave Red with Vinyl Granada (smooth) Red Facing Trim 


Vinyl 


Ventilair—optional 
(standard with station wagons, 
Javelin SST, and AMX) 


Models 
Rebel SST 


4-door 
sedan 





4-door 
station wagon 


Seat Type 





Blue 


Green 
Red 


Brown 








Bench cushion/non-reclining back (std.) 














Individual cushions/ reclining backs (opt.) 











Bench cushion/non-reclining back (std.) 











Individual cushions/reclining backs (opt.) 











Bench cushion/non-reclining split back (std.) 






























2-door a P nas 
hardtop Individual cushions/reclining backs (opt.) 

Bucket seats/non-reclining backs (opt.) 
Ambassador DPL 
4-door Bench cushion/non-reclining back (not available) 
sedan Individual cushions/reclining backs (opt.) 
4-door Bench cushion/non-reclining back (std.) 


station wagon 











Individual cushions/reclining backs (opt.) 








2-door 
hardtop 


Ambassador SST 





Bench cushion/non-reclining back (std.) 








Individual cushions/reclining backs (opt.) 












4-door sedan 








Individual cushions/reclining backs (std.) 





4-door station wagon 





Individual cushions/reclining backs (std.) 


























2-door Individual cushions/ reclining backs (std.) 
hardtop Bucket seats/non-reclining backs (opt.) 
Javelin SST 

2-door hardtop Bucket seats/non-reclining backs (std.) 
AMX 

Sportscoupe Bucket seats/non-reclining backs (std.) 





Number indicates fabric © Letter indicates seat availability * When ordering, both number and letter must be specified. 




















Ambassador DPL 
Bench cushion/non-reciining split back 





Vinyl 


Ventilair—optional 
(standard with station wa 
Javelin SST, and AMX) 


Models 
Rebel SST 


4-door 
sedan 


4-door 
station wagon 


2-door 
hardtop 


Ambassador DPL 


4-door 
sedan 


4-door 
siation wagon 


2-door 
hardtop 


Ambassador SST 


4-door sedan 


4-door station wagon 


2-door 
hardtop 


Javelin SST 
2-door hardtop 


AMX 


Sportscoupe 


Seat Type 


Bench cushion/non-re 
Individual cushions/re 


Bench cushion/non-re 


Individual cushions/re 


Bench cushion/non-re 


Individual cushions/re 


Individual cushions/re 
Individual cushions/re 


Bucket seats/non-recl 


Bucket seats/non-recl 


Individual cushions/re¢ 
Bucket seats/non-recli 
Bench cushion/non-re 
Individual cushions/re 
Bench cushion/non-re 
Individual cushions/re 
Bench cushion/non-re 
Individual cushions/re 


Bucket seats/non-recl 


Number indicates fabric * Letter indicates seat availability * When ordering, both nu 





a 





Ventilair Black with Vinyl Granada (smooth) Black Facing Trim 


eerste 








Ventilair Brown with Viny! Granada (smooth) Tan 


Facing Trim 
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Ventilair Red with Vinyl Granada (smooth) Red Facing Trim 





ERLE 





Facing Trims 
for ali Interiors 





Vinyl Parchment Vinyl Grenada (smooth) Black 





Vinyl Blue Viny! Green 





Vinyl Grenada (smooth) Red Vinyl Grenada (smooth) Tan 














